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1 Overview 

1.1 Tangent Mapper 

The Tangent Mapper allows you to alter the control layouts (or maps) for applications which 
use the Managed API of the Tangent Hub to communicate with our control surfaces. The 
Tangent system can also be used with software that does not directly support our panels by 
creating control layouts that use keyboard shortcut keypress events to control software 
applications that define keyboard short-cuts. Warp Engine control mappings can be used to 
drive any application by emulating mouse clicks, drags and scrolls. Both these types of 
mappings can be configured to automatically take control of the panels when you open an 
application and start working. 
 
Multiple maps for each application can be created to reflect your different modes of working 
and each individual user of the system can create their own maps. The maps may also be 
exported, allowing you to import them into other systems which you may use. Mapping 
changes are instantly applied to the application map via the Hub so the user can try them out 
before choosing to save or discard them. 
 
The Mapper allows you to select which running application has control of the panels and to 
configure which panels are to be connected to your system, including the element-Vs virtual 
surface app which is available in the iTunes App Store for the iPad and in the Google Play 
Store for Android tablets. More information about the element-Vs app can be found on the 
Tangent website. 
 
You don’t need to have the Mapper running in order to make use of the panels or to switch 
between mapping layouts for different applications. If the system has the auto-select function 
enabled the panels will switch mappings according to the application you are working with. 
The Mapper’s main use is to create and change mapping layouts, and to configure the 
system’s settings. 
 
Ripple panels are available with an option to emulate element-Tk panels if required (see 
section 2.9). This allows Ripples to be used out-of-the-box with any software that currently 
only supports Element panels. If emulation is not required the Ripple panel can be used as a 
normal individual panel.  
 
The Arc panels are available with full functionality (see section 3 for more information). 
These panels may be delivered in trial mode which requires a valid panel licence file to be 
installed. The licence can be installed via a new menu option in the Mapper (section 2.2.10). 
 
The Wave2 panels are fully supported and can be mapped in the same way as the standard 
Wave Panel. All software applications that support the Wave will work with the Wave2 out-
of-the-box. See section 4 for more information. 
 
Some application may support training of controls where you select a panel knob or button to 
be trained and then change a value in the application's UI. This then builds the mapping for 
you which can be tailored to your exact requirements. This functionality is dependent on the 
individual application. See section 2.7.16 for more. 
 

1.2 Head-Up-Display Support 

The Tangent software includes a virtual Head-Up-Display (HUD) that is available for panels 
without a physical display, such as the Ripple. The HUD is shown on your monitor and can 
be used as a normal panel display, showing current panel mapping and system information. 
There are several settings available for the HUD in the panel configuration window (section 
2.2.9). The HUD is currently only available on Mac and Windows platforms. 

https://itunes.apple.com/gb/artist/tangent-wave-ltd./id396651842?mt=8
https://play.google.com/store/search?q=pub:Tangent%20Wave%20Ltd.
https://play.google.com/store/search?q=pub:Tangent%20Wave%20Ltd.
http://www.tangentwave.co.uk/products_element_vs.asp


 

 

Please note that not all applications use the Managed interface to connect to the Tangent 
Hub. Please check our website to see if your application is supported. If your application 
does not support the Managed API then you cannot change the control surface layout. 
However, it is possible to have the fixed Unmanaged control surface layout work alongside a 
Managed and user configurable layout using the Warp Engine. Refer to sections 2.4 and 
2.10 for information on how to do this. 
 

1.3 Tangent Synapse 

The Synapse utility can be used to test a Tangent Hub installation. It displays the state of 
software and hardware components and allows the panel configuration to be changed. If you 
are having problems connecting your panels to an application, run Synapse on its own to 
perform the first level of system testing. Please note that you must not have the Mapper and 
Synapse running at the same time as they share certain system resources. 
 

1.4 Tangent Versions 

The Versions utility is used by the Tangent Hub to occasionally check for new software 
releases from Tangent. The automatic checks can be disabled by a setting in the utility if not 
required. You can run Versions manually at any time to change the ‘Automatically check for 
updates’ setting. The Versions utility can be opened to manually check for updates from 
within the Mapper application (see section 2.1.2). 
 
You may choose to include the beta test channel for the update checks, with the caveat that 
this software may contain features that are changed or completely removed in the future.  
 
You should only install beta software if you are taking part in the Tangent Beta Program. 
 

1.5 Tangent Warp Configurator 

The new Warp Configurator utility allows you to optionally install Warp Scripts provided by 
Tangent for supported software applications. These are selected to match the specific set-up 
of your system, taking into account the screen resolution, number of monitors and how the 
windows are arranged. If a configuration match is found you are asked if you want to install 
these files for the chosen application, making the Warp Scripts and default control maps 
available for use the next time you run the targeted application. The utility can be run at any 
time via a new entry in the Warp Engine menu. See section 2.12 for more details of the utility 
and how to use it.  

http://www.tangentwave.co.uk/support


 

 

2 Getting Started with The Mapper 

Before launching the Tangent Mapper please ensure that you have installed the Tangent 
Hub. Check www.tangentwave.co.uk/support to download the latest version. If the Hub is not 
installed correctly you will see a placeholder image in the Mapper and no further actions can 
be performed. 
 

 
 
When you wish to edit maps for your chosen software application, the application must be 
running and connected to the Hub as mapping data is only loaded by the Hub when the 
application is being used. You can select which application is currently active using a menu 
in the Mapper (see section 2.3). 
 
The title of the main window will tell you which application and map, if any, is active. 
 

 
 

If there are no running applications the title will be 'No Application Available'. In this case you 
cannot change any mapping data but you can configure the panel connections that the 
applications may use. The current panel set-up will be shown in the main window as 
described in section 2.6. 
 
When using the Mapper to configure the panel connections you must not run any 
applications that connect to the Hub as the panel set-up cannot be changed when they are 
in use. 
 
If applications connect to the Hub using the Unmanaged API the control layout is fixed by the 
application and cannot be changed using the Mapper. When this type of application is active 
the contents of the main window will be disabled and the title will indicate this as follows: 
 

 
 

http://www.tangentwave.co.uk/support


 

 

When a Managed application is active and being mapped, the main window title will be in the 
following format: 
 

 
 
After the Tangent Mapper title, the application name is followed by a label that indicates if 
you are currently using the default control mapping (supplied by the application providers) or 
a user map (defined by you). If the map is user defined the name of the mapping is also 
shown. In both cases, if you have made any changes to the map which have not been saved 
the title will end with the '[Modified]' text. 
 
The application that is activated in the Hub will be given control of the panels but multiple 
applications can be connected to the system at the same time. You may manually switch 
between multiple applications using a menu in the Mapper (see section 2.3) to give control of 
the panels to any connected software. The same menu allows you to opt for the system to 
automatically switch between applications, so the panel controls follow your active desktop 
window as you switch between software (this may not be available on all platforms). 
 
If the active application quits then the Mapper will switch to the next running application, if 
one is available. 
 
Special keyboard shortcut applications can be defined to work with software that does not 
directly support Tangent panels. These applications can be created along with new control 
maps (see section 2.2.1) so they automatically start and activate themselves when the 
associated software is running and has desktop focus. 
 
If you quit the Mapper with unsaved changes you will be presented with a window listing the 
details of which application maps have been changed and need to be saved before quitting 
the Mapper to avoid losing data. 
 

 
 
If you choose the 'Don't Save' option, the Mapper will discard all changes before quitting. If 
you opt to save the changes you may be asked to enter a name for any new maps that have 
been created in this session. This would be the case if you have modified the default control 
mapping or created a new control map to make your own personal panel layout. 
  



 

 

If an application unexpectedly disconnects itself from the Tangent Hub and Mapper when 
there are unsaved changes, these will be automatically saved. The saved map is named 
with a 'Recovered' tag and will be reloaded when the app connects again. This does not 
affect any existing and already saved maps. 

 
2.1 Menu: “Tangent Mapper” (macOS) or “Help” (Linux & Windows) 

This platform specific menu gives access to details about the Mapper application. 
 
2.1.1 Menu: “About Tangent Mapper” 

This opens a window showing some details about the version of the Tangent Mapper itself 
plus the version of the Tangent Hub to which it is connected. Note the installation version is 
always determined by the Tangent Hub software version. 
 

 
 
2.1.2 Menu: “Check for Updates…” 

If your PC has an internet connection you can check for software updates at any time by 
selecting this menu entry in the Mapper. The Versions application will be launched and will 
connect to the Tangent server to compare your installed software version with the latest 
release. Note that the Tangent software packages are bundled together as a specific 
Tangent Hub version and this is what is compared. 
 
The Hub may also automatically check for new releases of Tangent software using the 
Versions utility. You can disable this function if it is not required. See section 1.4 for more 
details. 
 
If a new version is available the application will display this information with optional release 
notes. You can then choose to download the new software from the Tangent website. A 
button to open the appropriate page in your default browser is included at the bottom of the 
window. 
 



 

 

 
 

2.2 Menu: “File” 

This menu contains the main tasks that allow you to configure the Tangent Hub system and 
control mappings. 
 
2.2.1 Menu: “New Control Map…” 

You can create control maps from scratch with a new and empty map or based on an 
existing map as a modified copy of the original. This menu item is the starting point for 
creating a new and empty control map for any application. The first step is to choose an 
application for the new control map and to make sure it is running so it may connect to the 
panels. The new control map wizard window contains a pop-up list of all known and 
connected applications for you to make a selection, with the currently active application as 
the initial selection. 
 

 



 

 

If you choose an existing application from the list that is connected to the Hub using the 
Unmanaged API and so has a fixed control layout, you will be given a warning and no new 
map can be created. 
 

 
However, with the Warp Engine, it is possible for the user to map any control, on any of their 
Tangent panels, to any application. This is done through writing and assigning a script to a 
control which can be programmed to emulate mouse click, drags, and scrolls as well as 
keyboard events. The Warp Engine is built into, and programmed through, the Tangent 
Mapper. This allows the Tangent panels to take control of any software through the 
software’s UI. See section 2.10 for more information on how to use the Warp Engine in this 
way. 
 
If you choose a managed application with controls that can be customised from the list then 
clicking on ‘Finish’ will create and load a new control map and return you to the main window 
where you can start to edit the controls as described in section 2.6.3. 
 

 



 

 

If your application is not listed when running then it does not directly support our panels. In 
this case you should select the ‘Add a New Application…’ option to create an application to 
allow you to map keypress and Warp Engine events to control the software. 
 

 
 
The next step prompts you to select the running software from your desktop. The Tangent 
system can detect which software application has desktop focus and will choose this to use 
with the new control map. 
 

 
 
This functionality may not be available on all platforms in which case the wizard will simply 
ask you to enter the name. If you enter a name that is already in use then the Mapper will 
check that the application supports managed control maps and, if possible, add a new one to 
the existing application. The wizard will confirm this with an additional message. 
 
  



 

 

When ready to proceed, click on the ‘Select From Desktop…’ button. This will start a 5 
second countdown to allow you to click on a window of the running software package to 
select for the new control map.  
 

 
 

The system will detect changes of desktop focus and display the name of the current 
candidate software in the wizard window. Note that the displayed name is taken from the 
running process for the software and may differ slightly from the formal software application 
name. While you are selecting a window from your running software, the wizard window will 
remain visible during the countdown so you can see that you have correctly chosen the right 
candidate application. 
 
At the end of the countdown the wizard will check that the selected application supports 
custom control maps. If you select an application from the desktop that is using the 
Unmanaged API with a fixed control layout, you will be given a warning and no new map can 
be created, but you may extend this by using the Warp Engine. See sections 2.4 and 2.10. 
 

 



 

 

If the application selected on the desktop is already known by the Hub and associated with 
control maps its name will be displayed in the confirmation text box. In this case the name is 
already in use and so cannot be edited. Clicking on ‘Finish’ will create an empty control map 
for this application ready for you to edit with your own control mapping.  
 

 
 
If your selected application is new to the Hub, the wizard will show you the suggested name 
of the application under which the new control map will be stored. You may edit the name 
here - it cannot be changed later once the new control map has been created. 
 

 
 

Once you have entered a new and valid name the new control map will be created for the 
application. If you edit the name to one that is already in use, the wizard will display a 
warning and prevent a new map from being created. 
 
  



 

 

If the selected application has unsaved changes to its current control map you will be 
prompted to choose to save or ignore these before continuing. 
 

 
 
When you finish the wizard the new and empty map will be loaded ready for use and the 
associated application will have control of the panels. Once you have created your own 
control layout for the panels you will need to save the mapping data - see 2.2.6 and 2.2.7. 
When you save new control maps for the first time you will need to enter a name for the 
mapping. This will then appear in the list of control maps available for the selected 
application and can be loaded at any time using the map management window – see 2.2.2. 
 
2.2.2 Menu: “Manage Controls Maps…” 

This menu allows access to administration tasks for control maps created in the Mapper. 
 

 



 

 

The top of the window has a table of all known and connected application on the system. 
Clicking on an application here displays all the control maps defined for that application in 
the table below. If your application is not listed it may not be running. The actions that can be 
performed for the different items are shown by the buttons on the right hand side. The table 
contents may be sorted by clicking on the column headers. 
 
The first column in the applications table may display a lock icon that identifies applications 
that can’t be deleted. This is the case for keypress applications that are installed by Tangent 
or for running applications that have built-in support for the Tangent panels. If you delete an 
application all mapping data for that application is removed. Depending on the platform, the 
data files may be moved to the recycle bin or trash folder where available. 
 
Keypress applications may be disabled if they are not relevant to the software you use on 
your system, this includes the definitions installed by Tangent. Applications that you have 
added yourself can always be deleted to permanently remove them. Only the enabled 
entries will appear in the ‘Select Application’ menu – see 2.3. 
 
The ‘Reassociate’ button is used to configure the auto-select function (see 2.3) where the 
Hub will automatically attempt to select the panel controls for the software driving your active 
desktop window. The Hub monitors which software application has focus and will activate 
the controls that have been associated with that software. This setting is initially put in place 
whenever you create a new control map where you make the selection as part of the 
creation process (see 2.2.1). However, in some situations the association between running 
software and control maps may no longer be valid and so you may need to reassociate 
control maps stored under an application name with the running application software. This 
may be the case when an application has been updated with a new version that has a 
different release name. Note that auto-select may not be available on all platforms in which 
case the ‘Reassociate’ button will be disabled. The Tangent Hub will always try and find the 
correct control maps for running applications when auto-select is enabled. 
 
The process to associate a set of control maps to a running application is very similar to that 
performed when creating a new control map (see 2.2.1). The first step prompts you to select 
the running software from your desktop. 
 

 
 
  



 

 

When ready to proceed, click on the ‘Select From Desktop…’ button. This will start a 5 
second countdown to allow you to click on a window of the running software package to 
associate with the chosen control maps. 
 

 
 
The system will detect changes of desktop focus and display the name of the current 
candidate software in the wizard window. Note that the displayed name is taken from the 
running process for the software and may differ slightly from the formal software application 
name. While you are selecting a window from your running software the wizard window will 
remain visible during the countdown so you can see that you have correctly chosen the right 
candidate application. 
 
At the end of the countdown the resulting candidate software name will be shown for you to 
confirm this is the correct choice. Clicking on ‘Finish’ will then associate this running 
application with the selected set of control maps. When the Auto-select function is enabled 
the control maps will be activated whenever the application has focus. 
 

 
 
  



 

 

If your selected application is already associated with other control maps under a different 
name, the confirmation page will show you the name given to the other set of control maps. 
 

 
 
You can choose to either cancel the process and leave the existing application association in 
place with the other control maps linked with the application, or finish the reassociation to 
link the selected application with the new set of control maps. 
 
Selecting an application entry in the upper table will update the lower table with all the 
available control maps for that application. If the application is connected to the Tangent 
panels in the Unmanaged mode then the map table will have a single entry named ‘Preset 
Controls’ representing the fixed control layout that is defined by the software vendor and this 
cannot be changed. 
 

 
 



 

 

For other application the control maps will always include a 'Default Controls' entry as the 
first row marked with a lock icon. This control map is supplied by the application as the 
factory default panel layout for users. You can make changes to these default controls and 
save as another mapping or start from scratch with a new and empty control map (see 
2.2.1). 
 
The currently selected control map for each application is indicated by the tick icon and will 
be highlighted as the initial selection when the table contents are updated for each 
application. To make another control map active for a given application choose it in the table 
and click ‘Select’. This will close the window, load the selected control map and activate the 
application, giving it control of the Tangent panels. Each application remembers the last 
control map that was used and this will be used each time an application is made active. If 
you want to revert to the factory defaults for any application, select the 'Default Controls' 
entry. 
 
The table contents can be sorted by map name or by the last modified date by clicking on 
the column headers. The default entry is excluded from sorting and will remain pinned at the 
top of the table. 
 
You can rename all control maps except the locked 'Default Controls' entry by highlighting 
the appropriate entry in the table and clicking 'Rename'.  
 
 

 
 
 
If you try to rename a map to a name that is already in use the Mapper will abort the action 
and revert to the original. Double-clicking a control map name in the table will also start a 
rename action as if you had clicked on the 'Rename' button. 
 
All control maps except the default and preset maps (with the lock icon) can be deleted. This 
will remove the data file from the system and place it in the recycle bin or trash folder if one 
is available on the current platform. You can recover deleted maps from this location by 
importing the deleted map file. Deleting the currently selected control mapping will revert the 
application to the factory default map. 
 
There are some restrictions on new control maps that have not yet been saved. These maps 
need to be saved under a given name in order for them to support the standard 
management functions such as rename, delete and export. 
 
Control maps are saved as XML text files and can be copied in the same way as any file. 
You can copy map files between Tangent Hub systems using the 'Import...' and 'Export...' 
actions. 
 
Choosing to import a map file will open a browser window to allow you to navigate to the 
folder that has the file to be added. The browser will only allow you to select XML files.  



 

 

 
When the file is copied into the Tangent Hub system it will be given a unique name based on 
the original, if required, to prevent an accidental overwrite of any existing map that may have 
the same name. The imported map will then be highlighted in the control map table in the 
map management window. 
 
To export a map file, choose the appropriate entry in the control map table and click 
'Export...'. This will open a browser window to navigate to the folder where you want the 
exported copy of the map file to be placed. This is also the best way to create back-up 
copies of your control maps. 
 
Control maps that make use of the Warp Engine functionality will also import/export the 
Warp Engine script data using a second file with the same base name as the control map. 
For example, if you export a control map called 'On-Set' that uses the Warp Engine the Warp 
Scripts will be exported as 'On-Set.WarpEngine'. If a file with this name format is detected in 
the same folder when importing a control map, the Warp Engine scripts will be installed 
along with the imported control map. If the app already had existing user created Warps 
Scripts you will be shown a dialog informing you that the previous versions of the Warps 
have been moved to the Desktop Recycle Bin. Only user defined Warp Script data is 
exported/imported. If you use system defined Warp Scripts you must install these separately 
using the Warp Engine Configurator utility (where available). 
 
  



 

 

2.2.3 Menu: “Control Map Settings…” 

This shows top-level mapping settings that are stored per map. Any changes are applied 
straight away to the active application and map. If the application is connected to the Hub 
using the Unmanaged API with a fixed control mapping the settings menu is not available. 
  
If the application is connected to the Hub using the Managed API the control map is fully 
configurable with many settings. The settings are saved along with the currently selected 
control map for the application. 
 

 
 
The global sensitivity values are defined here for four encoder types with separate settings 
for the standard and alternate mappings. Each knob, trackerball and jog dial has the option 
of using the appropriate global sensitivity setting or to use an override value for each 
individual control mapping. The values in the settings window will be used for mappings that 
have the 'Global' option checked in the control mapping window (see section 2.7). 
 
The checkbox for 'Independent Panel Banks' defines how the application and Hub respond 
to commands that step through control banks. If the 'Independent Panel Banks' setting is 
checked, selecting the 'Next' or 'Previous' bank actions for any of the knob, button or 
trackerball banks will only affect the single panel that is firing the action with a button press. 
If the global setting is not checked then all panels are considered to be linked together and 
any 'Next' or 'Previous' bank actions will change banks across all panels with banks of that 
type.  
 
It should be noted that the Mapper does not use the 'Independent Panel Banks' setting itself 
when the user is stepping though control banks inside the Mapper main window. This is so 
the contents of each bank can be configured individually as required. 
 



 

 

2.2.4 Menu: “Edit Modes...” 

This functionality allows users to define their own modes in addition to the ones defined by 
the application. User modes extend the number of mappings you can store across 
applications in the same way banks extend across panels. 
 

 
 

The mode configuration window lists the application modes in an ordered table. User defined 
modes are always added to the end of the modes that are defined by the application. The 
application modes cannot be changed by the user and are displayed with a lock icon to 
indicate their read-only state. The buttons under the mode table allow modes to be added, 
removed, renamed and reordered in the definitions list.  
 
New modes are added in the table after the current highlight and will need to be named 
appropriately by the user. Mode names do not need to be unique and can be of any length.  
 
Newly created modes may have some control mappings automatically added by the system 
to preserve the 'All Modes' status of existing mapping data. Any individual control mapping 
can be set to be applied across all modes using the appropriate mapping context setting 
(see section 2.7.2). When the system is adding new mode definitions to an application, it will 
scan all relevant existing control mappings for items that are listed as being applied across 
all modes. These controls will have new mappings inserted to the new modes to maintain 
this setting. 
 
The only times a new mode will be completely empty are if there is initially only a single 
mode to begin with, or no control mappings are defined across all previously existing modes. 
 
User modes can be removed or renamed by highlighting the required mode and clicking the 
appropriate action button. The locked application modes cannot be removed or renamed. 
Removing a mode will delete all control mappings contained in that mode definition. Double-
clicking a user mode in the table will also start a rename action as if you had clicked on the 
action button. 

 

 
 



 

 

The order of the modes in the table defines the order in which they will be used by the 
associated application. This is relevant if you have controls mapped to the ‘Next Mode’ or 
‘Previous Mode’ actions. The mode tabs in the main window are also displayed in the same 
order. The up and down arrow buttons under the mode table shift the highlighted mode in 
the indicated direction by one position with the restriction that you cannot mix application and 
user modes; the first user mode will always follow after the last application mode. 
 
Once you have set the mode definitions in the table you can choose to cancel or apply your 
changes. If you choose to apply the mode configuration the system will update and the mode 
tabs in the main window will show the new modes in the defined order.  
 
2.2.5 Menu: “Jump to Current Mode” 

The currently active mode of the application that is controlling the panels is indicated in the 
Mapper main window with a small tag next to the mode name in the tab area at the top (see 
section 2.6.1). This may be different to the selected mode that is showing control mappings 
in the mapping area of the main window (see section 2.6.3).  
 

 
 
 
The Mapper allows you to edit mappings in any defined mode by clicking on a mode tab 
independently of the mode that the application is currently running in. For applications that 
define a large number of modes, it can be difficult to find the correct control mapping to edit. 
The menu item “Jump to Current Mode” will always switch the Mapper display to show 
control mappings across all panels for the currently active mode of the application. So if you 
want to change a particular control mapping, or to add new panel controls, it may be easier 
to navigate to the required mode in your application so the panels are showing the 
appropriate controls. You can then switch over to the Mapper and click on this menu item to 
get the Mapper display to show the same mode. In this way, the mapping data showing in 
the main window will correspond to the active controls on the panels for the current mode. 
 
You may choose to have the Mapper window automatically follow the application's active 
mode by enabling the Follow Panels user preference. See section 2.2.12.2 for more 
information. 
 
2.2.6 Menu: “Save” 

This menu item is available when mapping changes have been made and not saved, 
including when a new control map has been created. Selecting it will save the current 
mapping data to the current map name. If the changes have been made to the application’s 
default controls, or the user has created a new control map, this menu item will open the 
save-as window instead to allow the user to enter a name for the new map to save out. 
  



 

 

2.2.7 Menu: “Save As…” 

This menu is always available as it is always possible to save the current mapping to a new 
map file at any time, regardless of whether or not any changes have been made. This is the 
simplest way to create a new map based on an existing map (including the default controls). 
 

 
 

Opening the save-as window displays a table that lists all the user control maps that are 
defined for the currently active application. The table contents can be sorted by map name 
or by the last modified date by clicking on the column headers.  
 
The text box will initially be filled with the current map name and the table will highlight the 
entry with the same name. If you are saving a map based on the default controls there is no 
initial selection. You can choose any map in the table to replace or enter a new name to 
save under. If you type a name into the text box that matches an existing map, that map will 
be highlighted in the table to indicate that you will be replacing the existing map. 
 
2.2.8 Menu: “Discard Changes…” 

This menu item is only available when mapping changes have been made but not saved. It 
allows all changes made since the last save to be thrown away, reverting to the last saved 
map. 

 
 

Confirming the discard action will reload the currently active map from file. 
 
2.2.9 Menu: “Panel Configuration...” 

This allows you to set up the panel configuration that will be connected to the host PC, 
including the element-Vs virtual surface app which is available in the iTunes App Store for 
the iPad and in the Google Play Store for Android tablets. This is also where you may select 
the option for the Ripple panels to emulate element-Tk panels if required (see sections  2.6 
and 2.9).  

https://itunes.apple.com/gb/artist/tangent-wave-ltd./id396651842?mt=8
https://play.google.com/store/search?q=pub:Tangent%20Wave%20Ltd.


 

 

The Tangent software includes a virtual Head-Up-Display (HUD) that is available for panels 
without a physical display. The HUD is shown on your monitor and can be used as a normal 
panel display, showing current panel mapping and system information. The HUD may not be 
available on all platforms in which case the associated settings will not be shown in the 
panel configuration window. 
 
The Arc and Wave2 panels have displays with brightness settings that can be set using the 
Mapper. These are stored per user and applied whenever the panels are used. 
 
The window is split into several sections that are configured according to your platform’s 
capabilities.  
 

 
 
The top section allows you to set the Ripple to element-Tk emulation option for the current 
application. This allows Ripples to be used out-of-the-box with any software that currently 
only supports Element panels. If emulation is not required the Ripple panel can be used as a 
normal individual panel. This setting is available on a per-application basis, so this section 
may be disabled if the panel configuration window is opened with no active application. If 



 

 

emulation is active, the Ripple panel will appear to the application as if it was a standard 
element-Tk and use any control mappings set on the element-Tk. If not active, the panel 
appears as a standard Ripple panel with its own set of control mappings. 
 
If the virtual Head-Up-Display is available on your platform, the next window section shows 
the settings that can be applied to the HUD for panels that don’t have a physical display. The 
HUD is shown on your monitor whenever one of the enabled trigger events occurs. The 
trigger types include panel control touches, such as a button press or knob movement, and 
also for any HUD updates where the display content has been changed. Note - there is also 
a ‘Show Head-Up-Display’ action that cannot be ignored by the system that is available to be 
mapped to any button on a panel with HUD support. 
 
To avoid cluttering your desktop, the HUD can be set to be displayed for a set duration of 
between 1s and 10s when a trigger event is detected. Alternatively, if you move the duration 
slider all the way to the maximum, the HUD will be on-screen permanently whenever a HUD-
enabled panel is connected to your system (currently only the Ripple panel supports the 
HUD).  
 
There are three predefined HUD window sizes to choose from to allow for various screen 
resolutions so you can select one that best fits your display. The on-screen position of the 
HUD can be changed by simply dragging the window around when it is visible. 
 

 
 
If you have multiple monitors you may find the position of the HUD gets pushed off-screen, 
particularly if you have changed the layout or position of the monitors. If the HUD fails to 
display correctly you can reset the HUD back to the default by clicking on the 'Reset HUD' 
button. The HUD will then be positioned back to the bottom left of your main screen. 
 
If you have configured a Wave2 or any of the Arc panels and they are connected with a 
running application, you will have access to the display brightness sliders. These allow you 
to adjust the panel displays to a brightness level that suits your installation when the panels 
are being used. The brightness levels are changed in real time as you move the sliders and 
are stored in a user file to be applied whenever the panels are used.  
 
To avoid cluttering the Mapper with irrelevant controls, the brightness sliders are only 
available when a panel of that type is connected and being used. 
 
Wave 2 panels have one brightness setting that is for the single main display. 
 

 
 

 
 
 



 

 

The Arc panels have one setting for the main display at the back of the panels and a second 
setting that is shared by all the smaller displays next to each individual control. 
 

 
 

The next section of the panel configuration window allows you to pair the Hub with element-
Vs clients connecting via the WiFi network. The Tangent Hub system supports virtual control 
surfaces that can be used alongside, or in place of, the physical panels. The element-Vs app 
allows you to use an iPad or Android tablet to control software in exactly the same way as 
you would with the Element series of panels. The app connects to the Hub using the WiFi 
network and must be paired to allow connections. An installed instance of the app may be 
paired with multiple Hubs, and any given Hub may be paired with multiple apps. More 
information can be found on the Tangent website and the app is available as both a free 
time-limited and paid-for full version in the iTunes App Store and the Google Play Store. 
 
To use the element-Vs app with a Hub system you need to pair the two together. This only 
has to be done once for each installation of the app. If you uninstall the app or specifically 
choose to forget all pairings on the Hub you will need to repeat the process. 
 

 
 

Enabling pairing mode will allow new apps to discover the Hub system on the WiFi network 
by scanning for available hosts. The app user can then select the Hub from a list of available 
connections to complete the pairing process (see the element-Vs manual for details). 
 

 
 

You can stop pairing mode by clicking on the same button again as it toggles the state of the 
mode. If the panel configuration window is closed, or the Mapper application is quit, pairing 
mode is automatically disabled to prevent unwanted connections. 
 
The pairing system can be reset to stop all WiFi activity by clicking on the ‘Forget All 
Devices’ button. The button must be clicked twice to confirm the delete action as it cannot be 
undone. If you do not click again the system will time-out and return to the initial state. 
 

 

http://www.tangentwave.co.uk/products_element_vs.asp
https://itunes.apple.com/gb/artist/tangent-wave-ltd./id396651842?mt=8
https://play.google.com/store/search?q=pub:Tangent%20Wave%20Ltd.


 

 

This will stop the pairing mode if enabled, disconnect any currently paired and connected 
WiFi devices and delete all pairing information held by the Hub. No more connections will be 
possible until new devices are paired. 
 
The bottom section is for setting the wired panel configuration for your system. By default, 
most systems will have the standard panels configured for use. If you will be using other 
panels, i.e. more than one element-Bt panel or any CP200 panels then you must change the 
panel configuration to suit your requirements. The panel configuration can only be changed 
when no applications are actively using the panels. To modify the panel set-up click on the 
‘Edit’ button. The Mapper will then verify it is safe to change the configuration and guide you 
through saving any mapping changes and quitting applications as required in order to be 
able to change the panel set-up. 
 
The first step allows you to save any mapping changes that you may have made but not yet 
saved. If any applications have been changed but not saved they will be presented in a list. If 
there are no changes to be saved the verification process will skip this step. 
 

 
 
You can choose to save the changes or discard them before continuing. If you choose to 
save you may be required to enter a name for any maps that are being saved for the first 
time, such as modified factory defaults or new control maps. 
 
Once all unsaved changes are handled as required, or there are none to begin with, the next 
step is to make sure no applications are using the panels. The Hub can automatically shut 
down all keypress applications but all software applications that have built-in support for the 
panels need to be quit by the user. If there are no applications that need user intervention 
the verification process will skip this step. 
 



 

 

 
 
When the Mapper has verified that all requirements have been met you will be presented 
with an editable list of panel selections that represent the number and type of panels you 
want to connect. 

 

 
 
The panel configuration window contains a table of panel entries on the left. The contents of 
the table are changed using the button controls under the bottom edge of the table area. The 
buttons allow panel entries to be added, removed and re-ordered as required. 
 
Multiple panels of the same type may be added and mixed with any other panel types. The 
only exception to this is that only one Wave panel may be configured at any time. Not all 
panel types are compatible with all applications as the suppliers of the software application 
may have a preferred and recommended panel set-up. Please check with your application 
supplier. 
 
To add a new panel to the configuration click on the ‘+’ button below the table to bring up a 
menu which contains all the supported panel types. Selecting one of these menu items will 
insert a new panel into the table after the currently highlighted entry. 
 



 

 

 
 

To remove a panel from the list simply select it in the table and click on the '-' button to 
delete the entry.  
 
Panel entries may be re-ordered in the table using the up and down arrow buttons that will 
shift the position of the selected entry one position in the required direction. The panel tabs 
in the main window are displayed in the same order. The panel order does not affect the 
panel data connections in any way; it is included as an aid to allow you to order the panels 
as they appear on your desk layout. 
 
You can select any panel entry by clicking on it to display the details in the area to the right. 
These details will vary for each panel type, with some being required and others optional. 
 
All panel types except the single permitted Wave are assigned a panel number by the 
system when first configured. Once a panel number has been set it will not change to 
preserve the unique identifying combination of panel type and number in the panel 
configuration. 
 
If there is more than one of any given panel type the panel numbers will be shown along with 
the relevant panel type to uniquely identify each one. 
 

 



 

 

For Element and Ripple panels the user may insert an optional serial number. If this field is 
left empty, the Hub will automatically complete the value with serial number information read 
from the panel hardware when it is first connected.  

 
The serial number values only need to be manually entered when there are multiple 
instances of the same Element panel type and you wish to uniquely link a panel number to a 
physical panel using the serial number, i.e. element-Bt panel number 1 is to map to the 
panel with serial number 30041 and element-Bt panel number 2 is to map to the panel with 
serial number 30049. 
 
CP200 panels require the hardware ID for each panel to be entered. If the CP200 panels are 
to be assigned fixed IP addresses the 'Use DHCP' checkbox must be clear and each CP200 
panel must be given a valid address. Alternatively, if the CP200 panels are to use the 
network's DHCP service the checkbox should be ticked and any manually entered IP 
address details will be ignored.  
 

 
 
If any setting is found to be invalid then error messages will be displayed in the panel 
configuration window and you will not be able to apply the configuration until the issues have 
been resolved. You may choose to cancel the process at any time. 
 
 

 
 
When valid panel configuration settings have been entered you may apply them to the 
system. On returning to the main window the panel tabs will have updated to the new 
configuration. 
 



 

 

The current version of the Tangent Hub does not allow an empty panel configuration. If you 
delete all panel entries then the system will generate a default panel set automatically when 
the next application connects to the Hub. 
 
2.2.10 Menu: “Install Arc Panel Licence…” 

The Arc panels may be delivered in trial mode which restricts the panels to work only when 
correctly licensed. A valid licence file must be obtained from Tangent and installed on the 
system for the panels to operate. 
 
Choosing this menu option will open a window to allow you to select the licence file to install. 
The licence as supplied by Tangent must be available on the local machine so you can use 
the ‘Browse’ button to select the file. Initially no licence file will be selected. 
 

 
 
Use the ‘Browse’ button to open a file browser window to navigate to your local copy of the 
encrypted licence file and select it to be installed. Once a file is selected its path will be 
confirmed in the installer and the ‘Install’ button will be enabled to allow you to continue. 
 
The panel licence can only be installed when the panels are not being used and no 
applications are running. On clicking the ‘Install’ button the system will check for connected 
applications and will guide you through saving any mapping changes and quitting 
applications as required in order to be able to install the panel licence. This sequence is 
identical to the steps followed when you choose to edit the panel configuration and so you 
can refer to section 2.2.9 for more details. 
 
Once all requirements are met, or if no applications are running when you click on ‘Install’, 
the system will install a copy of your selected panel licence file and then display a 
confirmation message. The system will then be ready to use the new licences when required 
for any trial panels that are connected. 
 
When using Arc panels in trial mode you will see reminder messages on the panel displays 
when your trial licences are due to expire within a week, or have already expired. See 
section 3 for more details. 
 
 



 

 

2.2.11 Menu: “Show All Panels / Show Only Connected Panels” 

To avoid cluttering the Mapper main window with panels that are configured but not actively 
in use, there is a new menu option that allows you to toggle between showing all panels or 
only panels that are connected to the system with an active application. When showing only 
connected panels, panels and their control mappings will only be available in the Mapper 
panel tabs area (see section 2.6.2) when there is at least one application running and setup 
to use Tangent panels and the physical panels are connected to the system.  
 
If you run the Mapper and see a blank window with no controls as illustrated below, then the 
filtering is switched on (the default setting) and there are no panels currently connected and 
in use. 
 

 
 

When showing all panels, every configured panel instance will be displayed in the Mapper 
but you will only be able to set control mappings when there is an application running. 
 
2.2.12 Menu: "User Preferences" 

This menu contains entries that allow the user to configure settings that are not specifically 
control map based or for a single application. They are persistent settings saved on a per-
user basis. 
 
2.2.12.1 Enable ALTernate Function Lock 

When this is enabled it allows you to use a rapid double press of any button mapped to the 
'Select ALTernative Function' control action to switch to the alternate mappings for all 
controls until the lock is released by another single tap of the button. A single tap of any 
button mapped to the 'Select ALTernative Function' control action will always release the 
lock and return to showing the standard control mappings on the panels. 
 
You can still temporarily switch to the alternate control mappings with a press and hold of the 
same button at any time. 
 
2.2.12.2 Follow Panels (Mode, Bank and ALT States) 

If this option is enabled the mode tab in the Mapper will follow all mode changes in the active 
application to show the current control mappings. The active mode is always indicated with 
the small tag next to the name (see section 2.6.1) and with this option enabled it will always 
be displayed when changed by the application. 
 
You may still click on any mode tab at any time to view the control mappings in that 
particular mode. However, if the application changes its mode with this option enabled, that 
newly active mode will have priority over the user's choice and the mapping area will follow 
the mode of the application. 
 
If you have multiple banks defined for panel controls, the Mapper UI will follow changing 
banks on the panel hardware so it will show the same controls as you are using in the active 
application. You can still manually move to another bank using the Mapper next/previous 
bank buttons to make changes, but making any bank changes on the panel hardware will 
override the user's choice as with modes. 
 



 

 

Similarly the Mapper will update itself to match the current ALT state on the panels, with the 
option of temporarily toggling state using the Standard/Alternate button in the bottom left 
corner of the Mapper main window. 

 
2.3 Menu: “Select Application” 

This menu lists keypress applications as well as other applications that have built-in support 
for the panels that are currently running. You can choose to manually switch the control of 
the Tangent panels between these applications by selecting the appropriate menu entry. By 
choosing the ‘Auto-select Application’ item you can allow the Hub to automatically select the 
application of your active desktop window. This will change the controls on the panels to 
match your current application as you switch between software (this may not be available on 
all platforms). 
 
If you want to give control of the panel to a specific application and control map you can also 
make use of the control map management window where you can switch application and 
control map in one step (see 2.2.2). 
 
Keypress applications can be defined to work with software packages that do not directly 
support Tangent control surfaces. A starting set of applications may be included with each 
installation and these can be added to by the user. These applications may be created when 
you choose to add a new application control map – see 2.2.1. 
 
If any applications have unsaved changes made to the control mappings the menu entries 
will end with the '[Modified]' text in the same way as the main window title. 
 
Using manual selection, the active application is shown with a check mark next to its entry. 
This application will remain active until it is quit or you select another.  
 

 
 
When the automatic selection function is enabled, you will see the check mark next to the 
‘Auto-select Application’ menu entry and an arrow icon will indicate which application in the 
menu is currently active. The arrow will move as the active application changes when you 
switch between applications on your desktop. 
 

                     
 
You can still manually select any application in the menu even with auto-select enabled. The 
panel controls will switch to your selected application until you move desktop focus away 



 

 

from the Mapper. Subsequently switching to another application on your desktop will then 
change the active panel control mapping as usual. 
 
To stop the panel controls following your active desktop window you simply toggle the ‘Auto-
select Application’ menu item to switch off the automatic activation. This puts the system 
back into the manual selection mode. The currently active application will stay selected but 
will now be indicated by the check mark in place of the arrow icon. This application will retain 
use of the control panels until it is quit or you select another. 
 
The auto-select function is self-configuring when you create new control maps (see 2.2.1) 
and should be able to work out-of-the-box for most applications. However, if you find a 
software application that doesn’t take control of the panels when ‘Auto-select Application’ is 
enabled and the application window has the desktop focus, you can correct the system by 
using the ‘Reassociate’ function in the Manage Control Maps window (see 2.2.2). 
Alternatively, contact Tangent and we can configure the system to make the function 
available for you. 
 
2.3.1 Keypress Applications 

Keypress applications allow you to use Tangent panels to control any software package that 
defines keyboard short-cuts, even if the software does not directly support Tangent products. 
You can create control maps in the same way as any other application, using modes and 
banks of controls, and have these mappings appear on the Tangent panels when you run 
the target software package.  
 
A keypress application is an item that is created for you to connect to the Tangent system on 
behalf of the software. You can then use it to manage your control maps as usual. The 
mapped controls should make extensive use of the ‘Keyboard Shortcut’ action to send key 
sequences to a software window when buttons are pressed on the panels, and the 
‘Keyboard Shortcut’ parameter to send key sequences when knobs or trackerballs are 
moved (see section 2.7.11). 
 
A set of keypress applications with default control maps may be included in the installer 
package for the most widely used software. These can be changed to suit your own 
preferences or disabled if they are not relevant to your system. You can also create new 
keypress applications to control any other software packages that you would like to use with 
the Tangent control panels, as long as the software can be driven with keyboard controls. 
You can define any number of keypress applications and control maps to support your own 
software requirements. 
 
Defined and enabled keypress applications are always available in the ‘Select Application’ 
menu. Switching between keypress applications and applications with built-in panel support 
is completely transparent to the user and the appropriate control maps will appear on the 
panels as you move between software packages, in both auto-select and manual modes. 
 
Quitting an application with built-in support for Tangent panels will remove the associated 
controls from the control surfaces. Similarly, if you have auto-select enabled on your system, 
keypress applications will also automatically close themselves down when you quit the 
associated software. 
 

2.4 Menu: "Warp Engine" 

The Warp Engine menu allows you to configure and control the Warp Engine functionality. 
The Warp Engine allows the user to map any control, on any of their Tangent panels, to any 
application. This is done through writing and assigning a script to a control which can be 
programmed to emulate mouse click, drags, and scrolls as well as keyboard events. 



 

 

Depending on the type of active app (managed or unmanaged), the menu allows you to 
enable or disable the functionality, open the Warp Engine script file for manual editing of 
warp scripts and also to trigger reloading of scripts after external changes have been made. 
 
Warp Engine scripts can be recorded, edited and managed using the Warp Script Editor 
window. See section 2.10 for details on how to use the Warp Engine to drive your 
applications and section 2.11 for how to use the built-in editor. 
 
Tangent may supply Warp Scripts to help get you started with the Warp Engine for some 
applications, and these are installed using the Warp Configurator utility which can be 
launched from the Warp Engine menu. The configurations are designed to match the 
specific set-up of your system, taking into account the screen resolution, number of monitors 
and how the windows are arranged. 
 
See section 2.12 for more information on the Warp Configurator utility. 

 
2.5 Menu: “Help” 

This menu provides access to system diagnostic information and user documentation. 
 
2.5.1 Menu: “User Manual” and Other Guides 

Several useful guides are available from this menu that can show you how to get the best 
from the Tangent software. The user manual covers all aspects of the Mapper in detail with a 
quick start guide also available. There are also guides for Warp Engine functionality which 
cover the available commands and how to create warp scripts for your control maps. 
 
2.5.2 Menu: “Show Diagnostic Info” 

The ‘Show Diagnostic Info’ menu entry will open a window showing useful details of the 
running system in summary text form. 
 

 
You may be asked to supply the contents of this window to Tangent to diagnose any issues 
you may be having with your system. Clicking ‘Copy’ will store the displayed text on the 
system clipboard as a useful way to transfer the data by pasting the contents into another 



 

 

document or email on the same PC. Alternatively, the data can be saved to your desktop as 
a text file with a timestamped name in the form ‘TangentDiagnostics-2025-03-
24T114512.txt’. 
 
2.5.3 Menu: "Share Usage Data" 

We would like to collect details of which Tangent products you use together with which 
applications you control with the panels. This data will be used to assist us to more 
accurately target future developments. 
 
No Personal Information will be collected. 
 
No data will be collected which would allow identification of the user. 
  
You make the initial choice about sharing this information during the installation and you can 
opt-in or opt-out of data sharing at any time by selecting or deselecting Share Usage Data in 
the Help menu. 
 
2.5.4 Menu: “Reset System…” 

It is sometimes useful to be able to restore a system to a known starting state. Uninstalling 
software doesn’t always remove all user data – standard practice is usually to retain user-
based data between installs to avoid data loss. The ‘Reset System…’ option provides a way 
to delete all user-entered data, as far as possible, and restore the system to the state 
immediately after the initial installation. 
 

 
As this is a one-way and destructive action we recommend that you only use this option 
when directly asked to by the Tangent support team. The confirmation window repeats this 
warning as a reset can’t be undone – so please use this carefully. Any data and files deleted 
by a reset are permanently removed from your system and cannot be recovered afterwards. 

  



 

 

2.6 Main Window 

The Main Window of the Tangent Mapper consists of three main sections: the mode tabs, 
the panel tabs and the mapping area. 
 
For active applications that connect to the Hub using the Managed API the window displays 
the layout of the mappings for the panel controls for each mode in the application. 
 

 
 

If the currently active application is connected to the Hub using the Unmanaged API, the 
control layout is fixed and cannot be changed. However, it is now possible to use the Warp 
Engine to extend the fixed controls. If the Warp Engine has not been used with the 
application before you will see the following prompt text. 
 
 

 
 
In this situation the mapping area will show all panel controls greyed out with a text message 
centred in the area to guide you to make use of the Warp Engine functionality. If the 



 

 

application is already Warp enabled the mapping area will appear with a different prompt 
text. 
 

 
 
When you first enable the Warp Engine the Mapper will swap to show the customisable 
panel for that application where you can create your own warp scripts for controls using the 
Warp Script Editor. 
 
It is now possible to swap between the fixed layout provided by the application and the 
customisable layout using Warp Engine by pressing the A and B buttons (Element and 
Ripple) or ALT and STOP buttons (Wave/Wave2) together on the panel at any time. For 
more information on using the Warp Engine and the Warp Script Editor see sections 2.10 
and 2.11. 
 
If panel emulation is being used (see section 2.9), the main window view for the panel that is 
to be used as another panel will be greyed out and a text message will be shown to indicate 
emulation is active.  
 

 
 
In this situation these controls will use the mappings for the emulated panel and so cannot 
be changed here. 
 
2.6.1 Mode Tabs 

The mode tabs are ordered as defined in the mode configuration window as discussed in 
section 2.2.4. 
 

 
 
The tabs are scrollable if more tabs than can fit in one screen width are defined in the 
current application. The currently selected mode tab will always be scrolled back into view 
when left idle for a certain time if it has been scrolled off-screen. 



 

 

Clicking on a mode tab area will select that mode locally in the Mapper and the display will 
update to show the panel mappings defined for that mode. This is not the same as the active 
mode in the application and Hub which is driven by the application itself and is separate from 
the editing that can be done in the Mapper. 
 
The currently active mode of the application that is controlling the panels is indicated with a 
small tag next to the mode name. This may be different to the currently selected mode that is 
showing control mappings in the mapping area. 

 
 
There is a system preference setting that can be enabled to make the Mapper always follow 
the active mode in the application. See section 2.2.12.2 for more information. 
 
2.6.2 Panel Tabs 

The panel tabs are ordered as defined in the panel configuration window as discussed in 
section 2.2.9. 
 

 
 

If there is more than one of any given panel type the panel numbers will be shown in the 
relevant panel tabs to uniquely identify each one. 
 
The tabs are scrollable if more tabs than can fit in one screen width are defined in the 
current application. The currently selected panel tab will always be scrolled back into view 
when left idle for a certain time if it has been scrolled off-screen. 
 
Clicking on a panel tab area will select that panel in the Mapper, displaying the controls and 
their mappings as defined in the current Mapper mode. Any click on a panel tab that causes 
the display to switch to a different panel will automatically close the control mapping window 
(see section 2.7). 
 
Panels that are currently connected are indicated with a small tag next to the panel names. 
 
There is a menu option to toggle between showing only actively connected panels or all 
configured panels. If only connected panels are being shown (with the small tag next to their 
names) then the other instances will be hidden to avoid cluttering the Mapper window. See 
section 2.2.11 for more information. 
 
2.6.3 Mapping Area 

This area displays the mapping overview for the currently selected panel in the current 
Mapper mode for the active application. It allows you to make quick and simple changes to 
control mappings. Any changes you make to mapping data here will only affect a single 
mapping for a single control in the current bank, mode and standard/alternate state. 
 
 
 
 
 



 

 

2.6.4 Standard/Alternate Mapping Button 

The button at the bottom of the mapping area indicates the nature of the mappings that are 
being displayed in the main window. Every control can have two basic assigned mappings: a 
standard mapping and an alternate mapping.  
 

              
Clicking on this button toggles the Mapper display between the two sets of mapping data for 
the current panel and mode. This toggling does not drive the ALT status of the actual panels 
connected to the application and Hub as this is separate to the editing performed in the 
Mapper. 
 
2.6.5 Panel Controls 

All panel controls in the mapping area interact with the user in the same way and support the 
same kind of mappings. However, trackerball controls can be treated as if they are a single 
composite item or they can be thought of as three individual controls that represent the X, Y 
and Z axes which are the trackerball, and dial or ring. The Tangent Mapper supports both 
approaches as discussed in section 2.8. 
 
Moving the cursor over a panel control or mapping label will show a soft highlight around 
both of the linked areas to indicate the control and what it is mapped to. 
 

 
 

If the control is mapped, the label area will show the name of the item mapped to the control, 
otherwise it will be blank. 
 
If the cursor is over the main area of a trackerball control, the entire control will be given the 
soft highlight. Moving the cursor over the individual mapping labels for the dial or ring control 
or trackerball X & Y (below the main area) will apply the soft highlight just to the individual 
label and display an axis hint in the main control area. 
 

         
 



 

 

Left-clicking on any control or associated label will open the control mapping window (see 
section 2.7) to show both the standard and alternate mappings with extended details for that 
control which will now have a permanent bright highlight surrounding it. 
 
Left-clicking in the main area of a trackerball control will display the mapping information for 
the combined trackerball control.  
 
Left-clicking on an individual mapping label under the trackerball control area will display the 
mapping information for that individual control axis. The mapping labels below the main 
trackerball control areas identify the mappings for the dial or ring control, and trackerball X & 
Y from top to bottom. If an individual control of a trackerball is mapped the parameter name 
is displayed in the associated label beneath the main control. If an individual trackerball 
control has no mapping the label areas will be blank. 
 
Each panel control can be mapped to one of the parameters, menus or actions that are 
defined by the current application. The type of each control restricts the type of item that can 
be mapped: buttons can be mapped to menus or actions; knobs can be mapped to 
parameters or menus; trackerballs can be mapped to predefined parameter combinations or 
to individual parameters, or to any mixture of the two with no restrictions. 
 
A right-click on any panel control or label will display a pop-up menu of groups of 
parameters, menus and actions, filtered to only show items that are valid for mapping to that 
control. The first entry in the pop-up menu is always the special case ‘No Mapping’ item.  
 

 
 

If the control is a trackerball the pop-up will contain mapping options for the combined 
trackerball.  
 

 
 
 
 
 
 



 

 

A right-click on a mapping label under a trackerball control area will show the pop-up 
mapping menu for that individual control axis of the trackerball. 
 

 
Any existing mapping for the control in the current mode and standard / alternate state will 
be indicated with a tick mark. If the item is hidden in a sub-group, the path to the item will be 
marked with a series of tick marks down to the mapping item itself. 
 
To remove an existing mapping, select the ‘No Mapping’ item in the pop-up menu for the 
required control. 
 
Choosing an item from the pop-up menu in the mapping area will apply that as the mapping 
for the control only for the current Mapper mode and standard / alternate state. To apply a 
wider ranging mapping with more details you need to use the control mapping window (see 
section 2.7). This window will always be displayed when you choose an item from the pop-
up menu to show the current mapping details. When a mapping item has been applied to a 
control the associated label area will show the name of the mapped item. 
 
If the mapping window is open, a right-click on any control or associated label to show the 
pop-up menu will also shift the focus of the mapping window to that control. 
 
2.6.6 Bank Selectors 

Where controls are in a control bank (generally those controls with an associated display) 
there are special bank selectors in the mapping area of the main window to allow you to edit 
the bank contents.  
 

 
 



 

 

The selectors show the bank type associated with the controls as well as the currently 
displayed bank number and the overall count of defined bank entries. In the above example 
the selector is for a button bank and we are showing the first of five defined sets of control 
mappings for the panel buttons. 
 
Left-clicking on a bank selector will select the next available bank in that panel for the control 
set. Note this does not cycle through banks in the same way as the application and Hub 
when independent panel banks are disabled in the map settings. In the Mapper, banks are 
always independent across all panels to allow the user to define the number and contents of 
banks as required. You then select how they are cycled through in the Hub using the 
independent panel banks settings in the mapping settings (see section 2.2.3). 
 
Right-clicking on a bank selector shows a pop-up menu that allows you to modify the bank 
contents.  

 
 

You may add, remove or clear banks of control mappings. Removing or clearing banks will 
affect both the standard and alternate mappings for all the controls in that bank. There is 
always at least one bank defined for each control. 
 
A newly created bank may have some control mappings automatically added by the system 
to preserve the 'All Banks' status of existing mapping data. Any individual control mapping 
can be set to be applied across all banks using the appropriate mapping context setting (see 
section 2.7.2). When the system is adding a new bank to an application, it will scan all 
relevant existing control mappings for items that are listed as being applied across all banks. 
These controls will have new mappings inserted to the new bank to maintain this setting. 
 
The only times a new bank will be completely empty are if there is initially only a single bank 
to begin with, or no control mappings are defined across all previously existing banks. 
 
The Arc Navigation panel has extended button banks to allow more flexibility with the large 
number of controls it has. It defines three separate button bank areas at the top, left and 
right of the panel. The button bank actions can be configured to operate on one individual 
bank area or across all three. See section 3 for more details. 
 
There is a system preference setting that can be enabled to make the Mapper always follow 
the current bank on the panel hardware. See section 2.2.12.2 for more information. 
 

2.7 Control Mapping Window 

The control mapping window is opened when you left-click on any control or associated label 
in the mapping area of the main window, or choose any item from the pop-up menu on any 
control. If it is already open when you right-click on any control in the mapping area the 
contents will be updated. It is used to add more specific details to control mappings and 
allows you to apply mappings to multiple controls at once. 
 



 

 

 
The control that is currently associated with the displayed mapping data is always 
highlighted in the main window. Closing the control mapping window will remove the 
highlight. Also any click on a panel tab in the main window that causes the display to switch 
to a different panel will automatically close the control mapping window, as the control that 
was driving the display of the mapping data will longer be visible. 
 
2.7.1 Control Information 

The top of the window shows the control name and which panel it is on, along with the 
current bank information (if relevant) and the current mode name.  
 

 
 
2.7.2 Mapping Context 

The next area in the control mapping window tells you the context of the mapping data, that 
is, how widely the standard and alternate mappings are applied in the application map. The 
mapping context allows you to apply the same mappings across different combinations of 
banks and modes rather than having to set them one at a time. 
 

 
 

The context options presented in the pop-up menu vary according to the available control 
and mapping data to make it easier for you to select the appropriate way to apply your 
mappings. 



 

 

If the highlighted control is not banked (generally controls without a display) then you can 
choose to apply the mapping and all subsequent changes to just the ‘Current Mode’ or 
across ‘All Modes’. The ‘All Modes’ option will only be available when more than one mode is 
defined in the application. 
 
If the control is banked you can choose between ‘Current Bank in the Current Mode’, ‘All 
Banks in the Current Mode’, ‘Current Bank in All Modes’ or ‘All Banks in All Modes’. The ‘All 
Modes’ and ‘All Banks’ variations will only be available when more than one mode or bank is 
defined, respectively. 
 
When the control mapping window is updated by clicking on a control in the main window, 
the most appropriate mapping context will be derived from the current mapping data and the 
most specific context setting will be chosen for the initial value in the menu. 
 
Any changes you make to the mapping data using the control mapping window will be 
applied in the displayed context which may affect multiple control mappings. You should 
ensure the correct context is selected before making changes to the mappings to make sure 
you are changing only the mappings you mean to be modified. 
 
Promoting the mapping context, i.e. selecting a wider context such as changing from 
‘Current Mode’ to ‘All Modes’, may bring up a window to confirm that you want to change 
multiple mappings as these cannot be undone once applied. 
 

 
Confirmations like this are required for any action that changes the way the control mapping 
window applies mapping data for more than one control. The message in the confirmation 
window will explain what will be changed if you accept the action by clicking ‘OK’. Cancelling 
the action will return to the previous mapping context and no mappings will be modified. 
 
Special consideration should be given to the ‘Current Bank in All Modes’ option as there can 
be different numbers of banks in each mode. If you choose to apply this option with varying 
number of banks, the system will insert empty banks where needed to bring all modes up to 
the required number. For example, if you apply the ‘Current Bank in All Modes’ setting to a 
control in button bank 4 in mode A, but mode B currently only has two defined banks, the 
system will create two new banks in mode B before applying the mapping data. Mode B will 
therefore now have the required number of banks of button control mappings, with bank 3 
being empty and bank 4 containing the expected control mapping data. 
 
An ‘All Banks’ selection really means all existing banks, whereas a ‘Current Bank’ selection 
refers to a specific bank number which can mean new banks being created to honour this 
state.  
 



 

 

Demoting the mapping context, i.e. changing from ‘All Banks in All Modes’ to ‘All Banks in 
the Current Mode’ does not directly change any mapping data, but will restrict the context of 
any changes you subsequently make to that control's mappings. As such there is no need 
for the context switch to be confirmed. 
 
If you want to set some panel controls so they always have the same mappings across all 
modes, make sure there are at least two defined modes and then select the appropriate 'All 
Modes' mapping context for each control. Any new modes added from this point on will 
always have the same mappings automatically applied to the same controls (both standard 
and alternate) to preserve this setting. 
 
The same applies to banks. Once you have created more than one bank and selected an 'All 
Banks' mapping context, all new banks for the same control will be created with the same 
mappings automatically applied (both standard and alternate) to preserve this setting. 
 
2.7.3 Standard and Alternate Mappings 

The main window can be used to apply basic control mappings, but the finer details of the 
mappings are set in the control mapping window that shows the standard and alternate 
mappings side by side. 
 

 
 
The details of the mappings can vary depending on what control is being mapped which may 
be a banked or non-banked button, knob, combined trackerball or individual trackerball axis 
control. The details also change slightly depending on what action, menu or parameter is 
selected for the mapping target as some require more settings than others. If either of the 
standard or alternate mappings are not currently mapped, the associated area will be blank 
apart for the mapping button (see section 2.7.5). 
 
The preset action 'Select ALTernative Function' can be mapped to any panel button control 
to allow you to swap panels between the two sets. 
 
2.7.4 Linked Mappings 

Every control has a standard mapping and an alternate mapping that can be treated as 
separate items. However, it is likely that the standard/alternate relationship is more tightly 
coupled. For example, you may have a parameter mapped to a knob with a coarse 



 

 

sensitivity in the standard mapping and with a fine sensitivity in the alternate mapping so you 
can easily switch between the two sensitivity levels. To help you easily create mappings like 
this you can link the standard mapping to the alternate mapping.  
 
When this function is active any changes made to the standard mapping are copied to the 
alternate mapping. Note that the linked copy will follow the current mapping context, so if you 
have selected the ‘All Banks in All Modes’ context for the mapping any changes will be 
reflected to both mappings for the control across every bank and mode in the application. 
 
When the control mapping window is updated by clicking on a control in the main window, 
the initial mapping link state will be derived from the current mapping data. If the standard 
and alternate mappings are identical the link is active; however, if both mappings are empty 
the link is inactive. This is to avoid the possibly unexpected copying of the very first mapping 
set on a blank control. 
 
You can explicitly change the link state by clicking the button between the mapping areas to 
toggle the state. An inactive link state is shown with the empty circle. 
 

 
 
An active link state is shown with the arrow showing that the standard mapping is copied to 
the alternate mapping . 
 

 
 
When the mapping link is active, the alternate mapping area is disabled / greyed out as the 
data values follow the standard mapping. To enable the mapping area controls simply toggle 
the link state. 
 
As activating the link may affect multiple mappings this action may be confirmed before the 
changes are applied. Deactivating the link by toggling the link icon does not directly change 
mapping data but will affect the way any subsequent changes will be applied. 
 
If a linked control mapping is for a parameter with associated sensitivity values and the 
‘Global’ sensitivity option is selected, the standard and alternate mappings will use their 
separate global sensitivity values as defined in the settings. The actual values will be shown 
on the appropriate sensitivity sliders in the control mapping window.  
 

 
 
The global sensitivity state is shared between the two linked mappings but the actual 
sensitivity values may differ. See section 2.7.13 for more information on sensitivity options. 
 
 
 
 



 

 

2.7.5 Mapping Button and Pop-Up Menu 

The mapping button displays the name of the current item that is mapped to the control. 
Clicking on the button shows the same mapping pop-up menu that is displayed when right-
clicking on the control in the mapping area of the main window. 
 

 
 

2.7.6 Goto Mode Options  

If a button is mapped to the 'Goto Mode' action you need to specify which mode the action 
selects when fired. 
 

 
 
The drop-down menu will list all currently defined mode names for you to select one as the 
target of the action.  
 
If the button has an associated display, changing the target mode will automatically update 
the label text with the name of the selected mode. 
 
2.7.7 Goto Bank Options 

If a button is mapped to one of the ‘Goto ~ Bank’ actions (there is one for each control bank 
type of Knob, Button and Trackerball) then you need to specify which bank index you wish to 
jump to. 
 

 
The bank number should be within the range of the banks that are listed in the bank selector 
controls in the mapping area of the main window (see section 2.6.6). This action uses the 
Independent Panel Banks setting to decide if the bank index is to be set across all relevant 



 

 

panels or restricted to only the same panel as the goto bank action mapping. See section 
2.2.3 for more details on the control map settings. If any given panel doesn’t have a defined 
bank for the target bank number, then the controls will simply be blank with no mapping. 
 
The Arc Navigation panel support multiple button banks at the top, left and right of the panel. 
These banks can be accessed individually or manipulated as one combined bank. When 
setting one of the next/previous or goto bank actions there is an extra option to allow you to 
choose which banks on the panel the action is to affect. 
 

 
See section 3 for more information on the Arc panels. 
 
2.7.8 OSC Message Options 

Open Sound Control (OSC) is a protocol for networking messages and is widely supported 
by software (such as Unreal Editor) to allow control from external devices. The target 
application will have to be configured to accept and process OSC messages sent from the 
panels. You should refer to the documentation for the software in question to set this up. 
 
OSC messages can be triggered from any control on any panel and consist of an address, a 
type and value-based arguments. These are configured in the mapping window when any 
control is mapped to the 'OSC Command' option. 

 
The port number is the destination for the message and must match the setting of the target 
application. For example, the Unreal Editor software package defaults to port 8003 in its 



 

 

relevant settings. The same port number is used for all OSC Command messages in the 
same control map. The Tangent Hub will also use this port number as the basis for what port 
it listens to for incoming messages by configuring itself to listen to the OSC Server Port plus 
one. So, in the above example, the Hub will listen on port 8004 for messages coming from 
the target application. 
 
The OSC Address field is the string address of the message and is used by the receiving 
application to decide how to process the incoming message. The software will have to 
extract the address from the OSC message and handle it as required. 
 
If the panel control has an associated display, the Display Label is what is shown on the 
Tangent panel. If the control has no display then this is used only as a visual hint in the 
Mapper for user reference. Similarly, the Display Type is an available option only for controls 
with a display and is used to decide how to show any incoming values returned by the target 
application in response to the OSC message. 
 
The OSC Value Format has multiple options depending on the panel control that is being 
mapped. On a knob or trackerball control this may be Integer or Float based numerical 
values which are adjusted by the movement of the control. For these mappings you should 
also set sensible minimum, maximum and step values. These are used by the Hub for 
sensitivity and display purposes. 
 
OSC values may be configured as either absolute or relative to match the requirements of 
the target application. Some application may prefer to receive only the delta changes 
whereas others may only be able to process absolute values to apply directly. 
 
For relative values, when a knob or trackerball encoder changes, a positive or negative 
value will be sent to the application for the relevant direction of movement. This behaviour 
can be reversed by checking the Reverse Ball or Knob Direction box. When the reset button 
associated with any encoder is pressed a change value of zero will be sent to indicate this.  
 
Absolute values are sent to the target application as the last known value automatically 
adjusted by the movement of the panel control, allowing for the reverse direction setting. 
Note that absolute values require an initial value to be available which can be sent in by the 
application as a display update message on start up. Resets for absolute values result in the 
value being set to the configured minimum value for the control mapping. 
 
For button controls the OSC Value Format may be Integer, Float or String and it is used to 
indicate a true or false (on or off) state as the button is pressed and released using OSC 
message values for that type. On press, a value of 1 is sent for Integer or Float Value 
Formats and the text On for String Format. On release, a value of 0 is sent for Integer or 
Float Value Formats and the text Off for String Format. 
 
2.7.8.1 Incoming OSC Messages 

An application can send messages via the Hub to update control displays using mapped 
OSC Address strings as the address field, and to trigger some actions using additional 
commands using a predefined address placeholder. 
 
The Hub will listen for incoming messages on the port number one above that configured as 
the OSC Server Port. So, for a control map with the OSC Server Port set to 8003 as in the 
previous example, the Hub will listen on port 8004 for messages coming from the target 
application. This listening port is available immediately once the target software connects to 
the Hub as an application using the Tangent panels. If the application is configured to use 
absolute values it may send the initial or current values on connection. 



 

 

2.7.8.2 Panel Display Writes 

An application can send messages which will display values on the panels. The incoming 
message address is compared with OSC Address string mapping identifiers to determine 
which control display to write to. The values supplied for display updates may also be used 
for absolute value processing if appropriate as these require an initial starting point to 
automatically adjust values to send to the application when panel controls are changed. 
 
For encoder mappings with an associated panel display this should be useful to display the 
value of parameters as they change. The application can send in OSC messages by 
following these guidelines: 
 

• The same OSC Value Format must be used when returning values to display.  

• If the Display Type is set to Number then the value will be displayed as received. 

• If the Display Type is set to Percentage then the Min and Max values will be used to 
calculate the value to display.  

• If the Display Type is set to Bar then the Min and Max values will be used to calculate 
the value to display in bar graph format.  

 
For button mappings with an associated display this should be useful to indicate the state of 
toggle type boolean variables or the menu state for variables which have multiple options. 
 

• If the OSC Value Format received is an Integer or a Float then the string “Off” will be 
shown for a value of zero.  

• If the OSC Value Format received is an Integer or a Float then the string “On” will be 
shown for any non-zero value.  

• If the OSC Value Format received is a String then the string sent will be shown. 
 
For an OSC message with the address set to an OSC Address string identifier, the String 
value may also be used to indicate, highlight or rename that specific control using the String 
values of 'IndicateControl', 'HighlightControl' and 'RenameControl' respectively with any 
extra arguments enclosed by square brackets. As these commands need to know what 
control they refer to, they require the OSC message address to match a panel control 
mapping OSC Address. 
 
The indicate and highlight options are boolean switches and should be sent as in the 
following examples of String values: 
 
IndicateControl[On] or IndicateControl[Off] 
HighlightControl[On] or HighlightControl[Off] 
 
The rename option has to supply the new name to show on the panel control display or be 
blank or empty to reset back to the default. Any string-based command arguments within the 
square brackets must be delimited using double quotes as in these String value examples: 
 
RenameControl["New Name"] or RenameControl[""] or RenameControl[] 
 
2.7.8.3 Predefined Commands 

If the OSC address for an incoming message is the text '/HubCommand' then the String 
value may be one of the following to trigger an action in the Hub. Any string-based command 
arguments within the square brackets must be delimited using double quotes. 
 
 
 



 

 

ModeValue switches the app mode by numerical index, starting at 1: 
 
ModeValue[1] 
 
This may not be ideal as adding or editing the modes may change the mode indexes.  
 
GotoMode switches the app mode by name: 
 
GotoMode["Primaries"] 
 
This is the preferred way to select a given mode. 
 
DisplayText sets text to be displayed on the large displays of panels which support them, i.e. 
Arc or Element panels. The arguments define up to three lines of text to be displayed. If any 
line text is preceded by the asterisk character it will be displayed as double height over the 
next two display lines: 
 
DisplayText["Top Line", "Middle Line", "Bottom Line"] 
DisplayText[*"   0:23:42:24   ","Timecode"] 
 
Display lines are limited to 32 characters unless it is marked as double height which reduces 
the maximum line length to 16 characters. A double height line is placed over that line and 
the following line, if possible. This limits double height text to the top two display lines only. 
 
2.7.9 Mouse Emulation Options 

A trackerball control can be assigned to emulate the mouse with the ball controlling the 
system cursor, the ring/dial emulating the mouse scroll wheel and the 2 reset buttons 
emulating the left and right mouse buttons.  
 
There are two ways to map mouse emulation – you can assign an action to a button to 
toggle mouse controls on an associated trackerball temporally overlaying its normal 
mappings, or you can directly map a trackerball to mouse parameters to have permanent 
mouse control. 
 
The first method is achieved by assigning a button to toggle the Mouse Emulation mode on 
and off. While mapping a button to the 'Toggle Mouse Emulation' action the user must 
specify which trackerball on the same panel should be used. 
 

 



 

 

You can modify the speed sensitivity of the scrolling and mouse movements individually and 
also choose the preferred direction of the scroll function. 
 
When activated, the selected trackerball will control the system cursor, replacing any normal 
control mappings that have been applied to the trackerball controls. When the emulation is 
switched off the normal control mappings will be restored. 
 
Note that toggled mouse emulation is automatically turned off when you switch between 
applications, either by manually selecting another application in the Mapper menu (see 
section 2.3) or using the auto-select function. This is necessary as the trackerball panel that 
is controlling the mouse will have a completely different set of control mappings in the new 
active application. 
 
The second approach uses preset parameters that are defined by the system to control 
Mouse X, Mouse Y and Mouse Scroll functions. They are defined as individual parameters 
and more usefully as a combined item of all three. In this way the mouse emulation is always 
mapped to the control just like any other mapping (compared to the toggled approach where 
the mouse functionality is considered temporary). 
 
Right-clicking on a trackerball control allows you to select the Mouse Emulation mapping as 
a combined option and applies the three mouse controls on the trackerball and ring or dial 
for you (see section 2.8 for more information on mapping trackerballs). 
 

 
You can modify the speed sensitivity of the scrolling and mouse movements individually and 
also choose the preferred direction of the scroll function. 
 
2.7.10 Menu Options  

If a menu is mapped to a button you need to specify the step direction to go when clicked. 
Note this is not needed when a menu is mapped to a knob as the control has implicit step 
directions chosen by turning the knob, and there is also a mapping option to reverse the 
knob direction. 

 

     
 



 

 

As knobs always have an associated sensitivity for each control, this is applied to menu 
mappings in a way that defines how many menu value step changes are generated for a full 
turn of the control. With a fine sensitivity setting the control will generate a small number of 
value changes per turn. With a coarse sensitivity setting the control will generate many more 
value changes per turn. (See section 2.7.13 for more details about the sensitivity options). 
 
2.7.11 Keyboard Shortcut Options 

The Tangent Hub can control software packages by sending keyboard shortcut keypress 
events to the desktop windows when triggered by control panel button actions or by knob or 
trackerball parameter changes. Button actions are the simpler mapping as there is only one 
key that needs to be defined for the press event. Encoder parameters mappings require two 
sets of keypress settings to allow for the two possible directions of movement for knobs and 
trackerballs which can be mapped individually. 
 
Mapping the ‘Keyboard Shortcut’ action to a button will display the settings to support this 
functionality. 
 

 
If the mapping is on a button with an associated panel display, the label text will be shown 
on the panel next to the button. The same label text is shown as a hint in the main window 
mapping area. If the button has no display, the text is treated as a note and only available in 
the mapping area as a hint to the user. 
 

 
 
Mapping the ‘Keyboard Shortcut’ parameter to a knob or trackerball X, Y, dial or ring will 
display the extra settings to support the two directional options, with the labelling of each 
data set changed to match the control in question: right/left icons for horizontal trackerball 
mappings; up/down icons for vertical trackerball mappings; clockwise/anti-clockwise icons 
for knob or trackerball dial or ring rotation. 
 



 

 

 

 
 
The basic settings are the same for both the button and encoders control mappings. The 
only difference for the parameter data is that the repeat count is shared between the two 
different directions to balance the generated key events. There are individual repeat count 
entry boxes for both data sets in the control mapping window for convenience but they will 
always show the same value for active mappings. 
 
As encoders always have an associated sensitivity for each control, this is applied to the 
‘Keyboard Shortcut’ parameter in a way that defines how many key events are generated for 
a full turn of the control. With a fine sensitivity setting the control will generate a small 
number of individual keypress events per turn, with each individual event applying the 
defined repeat count. With a coarse sensitivity setting the control will generate many more 
keypress events per turn, again with each event applying the repeat count to itself. (See 
section 2.7.13 or more details about the sensitivity options). 
 
The keypress settings are centered upon the base key sequence that is to be injected to the 
desktop and so this must be entered first. The key with any required modifiers can be 
entered in one step by clicking in the edit box below the ‘Keypress Settings’ label and then 
typing the key sequence. The edit box will accept key sequences for as long as it has the 
keyboard focus.  
 

 
 
The combined key sequence will be displayed in the edit box as the set of key names that 
were pressed once the base key has been entered. (In the above example this would be 
when the ‘S’ key is pressed). The modifier keys that were used are also shown in the set of 
labeled buttons below the edit box. Each active modifier will result in the relevant button 
being shown in the ‘on’ state. You can manually toggle the modifier states by clicking on the 
control buttons to apply or remove each modifier. Any changes you make will be reflected in 
the edit box contents. Note that the modifier key names vary between platforms. 
 
It may be the case that you cannot enter the keypress sequence that you want as it is an 
active keyboard short-cut. For example, in the macOS version of the Mapper the sequence 
‘Cmd+Shift+S’ will always open the save-as window in the Mapper itself. As such you cannot 
directly enter this sequence into the keypress settings edit box as the system will intercept 
the key events to trigger the menu based short-cut. To get around this you first enter the 



 

 

unmodified base key on its own, and then apply the required modifiers using the toggle 
buttons until you get the desired key sequence displayed in the edit box. 
 
You can apply a repeat count to each keypress mapping which will send in that number of 
press / release events for the base key. The repeat only applies to the base key while the 
relevant modifiers are effectively held down during the process. (Keypress mappings for 
knobs and trackerballs combine the repeat count with the encoder sensitivity setting to 
generate multiple events as discussed earlier in this section). 
 
You can clear the keypress settings by clicking on the ‘Reset’ button at the bottom of the 
window. Note that you can’t remove the contents of the edit box in any other way as the 
‘Delete’ and ‘Backspace’ keys will be interpreted as part of a key sequence. 
 
The use of the ‘Keyboard Shortcut’ action and parameter for control mappings is not limited 
just to the special keypress applications (see section 2.3.1). They are available for all 
applications to use in button, knob, trackerball X, Y, ring or dial control mappings. 
 
2.7.12 Banked Display Options 

If a banked control with a display is being mapped, the user has the option of setting the 
exact text that will be shown on the panel display associated with the control.  

 

 
 
The default display label is taken from the mapped menu, action or parameter and is chosen 
to be appropriate for the display size of the target panel. If the 'Goto Mode' action is being 
mapped the default label will include the name of the target mode that will be selected when 
the action is fired. It is not possible to apply a blank label as an empty display label will be 
replaced with the default. 
 
If a banked knob or trackerball encoder is being mapped to a parameter you also have the 
option of selecting how to show the current value of the parameter on the panel display. 
 

 
 
You may choose to show a numerical value, a bar graph or a percentage. The field sizes of 
numerical displays are automatically adjusted to suit the rage and step size of the parameter 
mapping target. If you don't wish to have the current value shown on the panel set the 
‘Blank’ display option (this is the default). 
 
If the panel hardware doesn't support the display of the mapping label and value at the same 
time, i.e. on the Element panel range, any change of value will trigger the value display on 



 

 

the panel replacing the normal label for a preset time. When no more value changes are 
detected the panel will revert to showing the label again after a short delay. This does not 
apply if the ‘Blank’ display option is selected. 
 
The same display options are also available for panels with no hardware display that instead 
support the virtual Head-Up-Display (see section 1.2). The HUD is shown on your monitor 
and can be used as a normal panel display, showing current panel mapping and system 
information. See section 2.2.9 for information about how to set up the HUD (may not be 
available on all platforms). 
 
2.7.13 Sensitivity Options 

If a knob or trackerball is being mapped you can select one or more sensitivities to apply to 
that control specifically for that mapping, overriding the global defaults. The sensitivity 
processing allows for variations across panel hardware to ensure the feel of the knob 
controls remains as consistent as possible for all hardware configurations. 
 
 

 
 
If you opt to use a global sensitivity (with the ‘Global’ checkbox ticked) the mapping will use 
the global setting that is appropriate for that control type and the associated value slider in 
the control mapping window will be disabled / greyed out.  
 
The global sensitivities are divided into main four types to allow fine tuning that is fit for 
purpose, as the global sensitivity for a jog dial would not necessarily be correct for the 
encoders used in a trackerball. There are two sensitivity values for a trackerball: one is 
shared by the X and Y axes of the trackerball and the other is used for the dial or ring as 
appropriate. 

 
 
The type of sensitivity that the mapping will use is shown in the label above the slider in the 
control mapping window. The resulting sensitivity value will always be shown on the relevant 
slider, which may be the current global value if the ‘Global’ checkbox is ticked. The global 
values can be changed in the settings window (see section 2.2.3). 
 
If a knob, trackerball X, Y ring or dial control is mapped to the ‘Keyboard Shortcut’ parameter 
the sensitivity defines the number of keypress events that the control may generate per full 
turn. With a fine sensitivity setting the control will generate a small number of individual 
keypress events per turn. With a coarse sensitivity setting the control will generate many 
more keypress events per turn. See section 2.7.11 for more information about keypress 



 

 

options (in particular how the sensitivity is combined with the associated repeat count for 
keypress events). 
 
If a knob control is mapped to any menu, the sensitivity defines the number of menu value 
step change events generated by the control per full turn. Fine sensitivity mappings will step 
through menu values slowly for each turn of the control, and coarse sensitivity mappings will 
step through the values much more quickly for each turn of the knob. 
 
2.7.14 Custom Control Options 

Some applications may enable the use of custom controls to support plug-ins. This allows 
control mappings to be made for actions, menus and parameters that are not defined by the 
main application itself but are made available by a third-party plug-in. 
 
These are mapped in much the same way as normal controls on buttons, knobs and the 
individual axes of a trackerball but require an extra setting that identifies the custom control 
to the plug-in. This custom control identifier will be supplied by the plug-in vendor and they 
will also specify the correct type of control to use for each, either an action, menu or 
parameter. 
 
To map a custom control you right click on the required button or knob in the Main window 
(or use the Mapping button in the Control Mapping window) and select the ‘Custom Control’ 
menu option to choose the control mapping type. The Mapping window can then be used to 
tailor the mapping details as required with the additional custom control identifier. 
 
 

 
 

In the preceding example, a custom action has been chosen and will identify itself to the 
application using the ‘cmd.edit.selectall’ setting which has been defined by the plug-in 
vendor. The other mapping details, such as the display label and sensitivity options (where 
applicable) are the same as for any other control mapping. 
 
2.7.15 Warp Options 

When using the Warp Engine to control an application, any panel button, knob, dial or ring 
can be mapped to a defined warp script. This is done through creating and assigning a script 
to a control which can be programmed to emulate mouse click, drags and scrolls as well as 
keyboard events.  
 
When a control is first mapped to a Warp (or combined Trackerball Warp), the Warp Script 
Editor window is shown to allow the recording, editing and selection of a warp script. The 
editor window can be shown at any other time by clicking on the Warp Script Name button in 
the Control Mapping window. 



 

 

 
The scripts are recorded, edited and managed in the Warp Script Editor. Here you can 
create new scripts either by editing the commands manually or by recording mouse and 
keyboard events on the desktop. You can copy existing scripts to modify and delete 
unwanted entries. This is where you can select an individual script for a control mapping 
using the searchable list of all warp scripts defined for the current application. Section 2.11 
describes in detail how to best use the editor. 
 

 
It is also possible to open the warp source file in your normal desktop text editor using the 
Warp Engine menu option 'Open Warp Engine Script File'. Any changes made externally to 
the built-in editor will have to be manually brought into the Tangent software using the 
'Reload Warp Engine Script File' menu option. 
 
See section 2.10 for more information on how to use the Warp Engine functionality. 
 
2.7.16 Training A Control 

Some applications such as Unreal Editor support interactively creating control maps to add 
functionality to your user defined mapping. This is useful where there are a very large 
number of possible settings and not all may be included in the default map. To use this 
functionality, you select a panel knob or button on a panel and then choose the training 



 

 

option. The next value that is changed in the application is then added as a mapping to that 
control and can be saved in the control map. 
 
If this is supported by your application there will be an extra entry at the top of the mapping 
menu to start the training process. 
 

 
 

The best way to start training is to first navigate the panels to where you want the mapping 
to appear, selecting the correct application mode and panel bank. Once there, bring up the 
mapping menu in the Mapper for the knob or button to train and select the 'Train This 
Control' entry.  
 
When the software is waiting to complete training, the panel display for that control will show 
the highlighted text 'Training' and the Mapper will show a place-holder mapping telling the 
user that it is waiting for a value to change, and also a button to cancel the operation. 
 

 
To finish the training process you then move a slider or change a setting in the application's 
UI. If it is possible to map this value to this control then the mapping will change to an 
appropriate Custom Control mapping complete with details relevant to the property that was 
changed.  
 
If the mapping does not complete when you change a setting then it may not be supported 
for this value type and control combination. For example, you can't map a floating point 
value to a button but we do try and support as many value types as possible for each control 
type. If you find a property that doesn't train, and you think it would be useful, please contact 
us via the support page on our website. 
 

https://www.tangentwave.co.uk/tangent-support


 

 

If you want to cancel the training operation then you can either click the button shown in the 
Mapping Window or simply touch the panel control, i.e. turn the knob or press the button. 
The system will then restore the control to the previous mapping. 
 
The Custom Control mapping generated by the training will suggest possible settings that 
can be changed and fine-tuned to make it operate as required. For example, parameter 
based values need a min/max/step set-up. It may not be possible for the training process to 
find the best values for these from the data available from the application, so you may need 
to change these to something more relevant. The minimum and maximum values are used 
to calculate the useful range of the parameter and to be able to apply the control sensitivity 
correctly. The step size is also used for sensitivity calculations and to determine the number 
of decimal places shown on the panel display if the Number display type is selected. If the 
property is integer based a step size of 1 or more is sensible, if the property is floating point 
then any value such as 0.001 may be more appropriate. 
  



 

 

2.8 Trackerball Controls and Mappings 

Trackerball controls can be treated as if they are a single combined item or they can be 
thought of as three individual controls that represent the X, Y and Z axes which are the 
trackerball, and dial or ring. 
 
If the control mapping window is opened by left-clicking in the main area of a trackerball 
control the window will show combined mapping data that allows the trackerball controls to 
be mapped as a single item.  
 

 
 
Parameters can be grouped together by the application providers to support this approach, 
i.e. the ‘Primary Lift’ combination consists of the individual ‘Primary Lift Diff X’, ‘Primary Lift 
Diff Y’ and the ‘Primary Lift Master’ which would be applied to the trackerball X, Y and dial or 
ring individual controls respectively. 
 
The mapping button pop-up menu will show the combined mapping setting if possible, as 
well as allowing access to the mappings that are applied to the individual controls in the 
trackerball. 
 

 
 
 
 
 
 



 

 

If the mappings of the individual controls in the trackerball don't match any predefined 
combination then mapping button will display the special case 'No Combined Mapping' text.  
 

 
 
However, if any individual controls in the trackerball have a mapping to some other 
parameter the text will have a trailing '*' character to show the user that there may not be a 
combined mapping, but some mappings are contained inside the trackerball combined 
control. The menu tree will show the mixed state icon next to the 'No Mapping' entry in the 
‘Combined’ branch. 
 

 
 
 
 
 
 
 
 
 



 

 

In this case you can use the individual ‘Dial’ or ‘Ring’, 'Trackerball X' and 'Trackerball Y' 
menus to determine which individual controls are mapped to which parameters. 
 

 
 
The labels below the main trackerball areas in the main window identify the mappings for the 
dial or ring control, and trackerball X & Y from top to bottom. If an individual control of a 
trackerball is mapped, the parameter name is displayed in the associated label beneath the 
main control. If an individual trackerball control has no mapping the label areas will be blank. 
 
You can left-click on the labels to display the mapping details for that individual control. The 
control mapping window will then contain the settings that apply to that specific axis control. 
In this case, clicking on the mapping button will show the pop-up mapping menu for that axis 
only. 
 

 
 
When an individual control for a banked trackerball with a display is highlighted with its 
mapping data showing in the control mapping window, the user has access to the bank 
display settings for each axis control as if it was a normal knob. A custom display label can 



 

 

be set for each of the trackerball axes as well as any required value display type in the same 
way as standard banked knobs. 
 

 
 

2.9 Panel Emulation 

The Ripple panels are now available with an option to emulate element-Tk panels if required. 
This allows Ripples to be used out-of-the-box with any software that currently only supports 
Element panels. If emulation is not required the Ripple panel can be used as a normal 
individual panel. Panel emulation is available for both managed and unmanaged 
applications. 
 
The option is selected via the panel configuration menu (see section 2.2.9) and is set per 
application. If emulation is active, the Ripple panel will appear to the application as if it was a 
standard element-Tk and use any control mappings set on the element-Tk. If not active, the 
panel appears as a standard Ripple panel with its own set of control mappings. 
 
There is a default setting for the Ripple to element-Tk emulation for each application that is 
derived from the current mapping set-up for that particular application. The user can override 
the default setting at any time and choose to either have the Ripple appear as an element- 
Tk, or as a standard Ripple panel. Any user selection will remain in place and takes priority 
over any system supplied default. 
 
You may want to use Ripple to element-Tk emulation for software that doesn’t yet support 
the Ripple panels but does have default mappings in place for element-Tk panels. 
Additionally, if you do on-set work you can enable emulation to work using the smaller Ripple 
panel rather than travelling with the element-Tk. 
 
Panel emulation works alongside the virtual control surface app element-Vs (see section 1.1) 
and you can swap between software applications (see section 2.3) with different emulation 
settings and the Ripple panel will behave according to the setting for the active app. 
 
Emulation also works alongside the virtual Head-Up-Display that the Ripple supports in 
place of a hardware display (see section 1.2). Whatever is mapped to the Ripple panel, 
either as itself or as an element-Tk will be shown on the HUD. See section 2.2.9 for more 
information on how to configure the HUD. 
 



 

 

For panel emulation to work, your system must be configured with at least one instance of 
each panel type that is involved with the emulation. For example, if you enable the Ripple to 
element-Tk emulation, your panel configuration (as discussed in section 2.2.9) must contain 
a Ripple panel and an element-Tk panel. The Tangent software will configure itself on a new 
installation to make sure this is done for you, but in some circumstances it might not be 
possible for the panel configuration to be automatically updated. In these situations you will 
have to open the panel configuration window and follow the instructions to edit the panel list 
accordingly. 
 
If you enable panel emulation and your system is not currently configured to support it, you 
will be shown a pop-up message that will describe what you need to change to make 
emulation possible. 
 

 
The test for panel emulation requirements is only performed when the emulation setting is 
toggled to the active state in the settings window. If your system doesn’t seem to be working 
correctly with emulation switched on, open the settings and toggle the setting checkbox off 
then on again to see if this triggers the warning as show above. 
 
When emulation is switched on for a given panel type, the main window view for that panel 
will be greyed out and a text message will be shown to indicate emulation is active (see 
section 2.6). For example, with Ripple to element-Tk emulation, the Ripple panel views will 
not allow mapping changes, as the Ripple will share the current mappings as shown in the 
element-Tk panel view. If panel emulation is subsequently switched off, the Ripple panel 
view will be restored with the Ripple control mappings. 
 

2.10 Warp Engine 

The Warp Engine allows the user to map any control, on any of their Tangent panels, to any 
application. 
 
This is done through writing and assigning a script to a control which can be programmed to 
emulate mouse click, drags, and scrolls as well as keyboard events. The Warp Engine is 
built into, and programmed through, the Tangent Mapper. This allows the Tangent panels to 
take control of any software through the software’s UI. 
 
For example, say the software has a slider to control the audio volume, and you adjust the 
slider by left clicking and holding down on the slider with the mouse, and dragging it left or 
right.  
 
 



 

 

The Warp Engine allows you to associate moving a knob with the sequence of: 
 
1) Moving the mouse cursor to the slider. 
2) Left clicking and holding the mouse button down. 
3) Moving the mouse cursor left or right as the knob is rotated. 
4) Releasing the mouse button once knob movement has ceased for a short time. 
 
The only thing you will need to do, aside from writing the scripts, is to find the screen 
coordinates of the UI control you want to map to your panel. The Warp Script Editor window 
allows you to record scripts capturing the required screen co-ordinates as you go through 
the steps required to perform the relevant actions. The Mapper also has a handy feature that 
tells you the current location of the cursor at the bottom of the Control Mapping window. 
 
Warp control mappings are available for both managed apps with fully customisable panel 
layouts and unmanaged apps (such as Resolve) with fixed panel layouts.  
 
Preconfigured Warp Scripts and control maps may be available for some applications using 
the Warp Script Configurator utility (see section 2.12). You can run the utility and complete 
the options presented to you to see if a configuration is defined for your specific system set 
up. If a match is found, you can choose to install it. An installed configuration will be ready to 
use the next time you run the target application. If there are no configurations available for 
your system or application, you can create your own following the steps as detailed in the 
rest of this section. 
 
For unmanaged software you will initially have to enable the Warp Engine using the menu 
option, see 2.4. This initial enabling step will also create a 'shadow' app entry in the Select 
Application menu and switch to that as the active panel map in the Tangent Mapper window.  
 
When using the Warp Engine with unmanaged apps, you will see that a second entry is 
added to the Select Application menu, such as in the following example. 
 

 
 

Resolve is running here using unmanaged Element panels connected to the Tangent Hub. 
The first entry is the fixed mapping as supplied by Resolve. The second entry with the same 
name with the "(Mappable)" suffix is the Warp Engine app that 'shadows' the original app 



 

 

and allows you to map panel controls to warp scripts that you create. When using the panels 
with an unmanaged app, you can toggle between the two associated apps by pressing the A 
and B buttons (Element and Ripple) or ALT and STOP buttons (Wave/Wave2) at the same 
time on the panels. You can also choose either app in the Select Application menu in the 
usual way to swap the Mapper display of the active application. 
 
Important to note - if you are using DaVinci Resolve with a Wave or Wave 2, set the control 
surface type to be “none” in the Resolve preferences. If you don’t do this, Resolve will try to 
directly use the Wave or Wave2 panel (that is, not using the Tangent Hub or Mapper) and it 
will get confused with any custom map you make. Do not have the panel type set to Wave in 
the Resolve preferences. 
 
For managed apps that support fully customisable panel layouts, the Warp option is already 
available to be mapped to any control in the same way as any other action, menu or 
parameter in the Control Mapping window. You do not need to enable the Warp Engine for 
these apps and the A and B button (Element and Ripple) and ALT and STOP button 
(Wave/Wave2) toggle shortcuts have no effect. You create and edit the warp scripts in the 
same manner for both managed and unmanaged apps. 
 
There are support documents for how to best use the Warp Engine script file and give 
examples for how they can be used to drive an application's UI. These are available on the 
Tangent website.  
 
2.10.1 Warp Script Definitions 

Creating and editing warp scripts in the Warp Script Editor hides some of the technical 
details from the user to simplify the system, but it is still important that the basic building 
blocks of warp scripts are understood. 
 
The main thing to understand is the syntax of the commands themselves which are defined 
in the next section. The remainder of this section of the document describes the raw warp 
script file formatting and how they are used. 
 
The warp script file may contain multiple warp scripts with each script definition starting with 
a line beginning with a double colon and ending either by the end of the file, the start of the 
next script or the explicit END command. Each script may have up to four sections with only 
the first one starting with a double colon being required. Optional sections are marked by 
lines starting with a single colon followed by a predefined label. Each section may contain 
multiple commands, one per line with no leading whitespace. Comment lines starting with 
the hash character are ignored and may appear at any point in the script definition files. 
 
The section markers are: 
 
::  All text to the end of the line is taken as the script name (required). 

:LOOP  Starts the section to be run on repeated calls for any directional change if a 

  direction specific section is not defined (optional). 
:LOOP+ Starts the section to be run on repeated calls for positive changes (optional). 

:LOOP- Starts the section to be run on repeated calls for negative changes (optional). 

:EXIT  Called when idle to exit the loop (optional, but must have a preceding :LOOP). 

:RESET Called when a reset is requested (optional). 

 
Everything on the first line from after the double colon to the end of the line is taken as the 
name of the warp script block. A name is required as this is how you attach a warp script to a 
control mapping in the Tangent Mapper in the Control Mapping window (see sections 2.7.15 
and 2.11). 

http://www.tangentwave.co.uk/support


 

 

The main body of a warp script follows the name line and each command is run in sequence 
until the next section or the end of the script is reached.  
 
The main section may be followed by an optional loop section which will be repeated on 
each subsequent call to run the script until an idle period is detected, i.e. until you stop 
turning a knob on the panel. Loops can be tailored to be called for all repeat changes for 
turning a knob in either direction, where you use the delta value to drive the output, or you 
can specify separate loop sections for positive and negative turns, where you may want to 
fire off different key events depending on the direction and the delta value is not directly 
used. The direction specific loop sections take priority over the standard loop section and all 
are optional, although you should generally define either just the standard loop section on its 
own, or both of the directional loop sections as a pair. 
 
The loop section may be followed by an optional exit section which is run when a loop is 
finished by a period of inactivity. A loop doesn't have to be paired with an exit, but an exit 
must always have a preceding loop (if there is no loop there is nothing to exit from). 
 
The optional reset section is called if a reset panel button is pressed. These are on the 
trackerball, ring or dial and knob controls. If you reset a script during a looping period, any 
defined exit section will be called first before the reset commands are run. 
 
Example: 
 
#script sample   <-- comments and empty lines are ignored 

     <-- 
::Script Name Here Please 

MOVE S 500,500   <-- run on initial call 

CLICK LD    <-- 
:LOOP 

MOVE R X,-1*Y   <-- run on repeated calls 
:EXIT 

CLICK LU    <-- run when user stops moving the panel control 

RESTORE    <-- 
:RESET 

MOVE S 50,50   <-- run when user clicks a reset panel control 

CLICK     <-- 

END     <--  

 
2.10.2 Warp Script Commands 

The commands currently implemented are: 
 
END 
CLICK 
MOVE 
SCROLL 
KEY 
MODE 
CALL 
RESTORE 
PAUSE 
 
All the command tables below use [ ] to indicate an optional section of arguments and | to 
show a set of mutually exclusive options. 
 



 

 

2.10.2.1 END 

Stops processing of the current warp script section. No options. 
 
2.10.2.2 CLICK 

Performs a mouse button click at the current cursor location. 
 

CLICK [L|M|R] [C|D|U|2] 
 

L or M or R L - left mouse button 
M - middle mouse button 
R - right mouse button 

Defaults to L 

 C or D or U 
or 2 

C - click (down then up 
events) 
D - button down event 
U - button up event 
2 - performs a double 
click 

Defaults to C 

 
Notes: 
 
The option to perform a double click with the '2' argument should be used rather than using 
two consecutive single mouse button clicks as some platforms require a different kind of 
event for it to be recognised as a double click. 
 
Examples: 
 
CLICK    Left mouse button click at the current cursor location. Uses 

    default options of LC. 
CLICK R   Right mouse button click at the current cursor location. Uses 

    default option of C. 
CLICK LD   Left mouse button down.  

CLICK LU   Left mouse button up. 

CLICK L2   Double left mouse button click. 

 
2.10.2.3 MOVE 

Moves the cursor location to a co-ordinate relative to either the screen, the focused window 
or the current position. Can move by an amount driven by the movement of the panel control 
in up to two axes. 
 

MOVE [S|W|R] [xArg,yArg] S or W or R S - screen co-ordinates 
W - focused window co-
ordinates 
R - relative to the 
current cursor location 

Defaults to S 

 xArg,yArg A constant number, a 
multiplier and/or an axis 
identifier of X or Y 

Defaults to X,Y 
from the panel 
control 

 
Notes: 
 
The X and Y options may be used in either axis argument and are replaced by the relative 
movement changes of the panel encoders. For trackerball controls the X and Y values are 
taken from the appropriate axis, for all other encoders such as knobs, rings or dials only X 
will have a relative movement value and Y will always be zero. 



 

 

Most platforms use the top left corner of the display as (0,0) with positive values going to the 
right and down. 
 
Examples: 
 
MOVE 100,200  Moves to screen co-ordinate (100,200). Uses default option of 

    S. 
MOVE W 100,200  Moves to co-ordinate (100,200) relative to the window with  

    focus. 
MOVE R -10,20  Moves the cursor relatively left 10 pixels and down 20. 

MOVE R   Moves the cursor relatively by the movement of the panel  

    control. Uses default options of X,Y. 
MOVE R X,-1*Y  Moves the cursor relatively by the movement of the panel  

    control and inverts the Y axis. 
MOVE R 10*X,-10*Y Moves the cursor relatively by the movement of the panel  

    control and multiplies the moved amount by 10 on each axis, 
    inverting the Y direction. 
MOVE R Y,X   Moves the cursor relatively by the movement of the panel  

    control, swapping the X and Y axis. 
 
2.10.2.4 SCROLL 

Sends scroll wheel events into the system. Can move by an amount driven by the movement 
of the panel control in either axis. 
 

SCROLL [scrollArg] scrollArg A constant number, a 
multiplier and/or an axis 
identifier of X or Y 

Defaults to X 

 
Notes: 
 
For normal panel knobs, rings, dials or trackerball X axis controls the X value is set to the 
relative movement change of the panel encoder. If the warp script is mapped to a trackerball 
the Y value is also set. 
 
Examples: 
 
SCROLL   Scrolls by the relative movement of the panel control. Uses 

    default option of X. 
SCROLL 10*X  Scrolls by the relative movement of the panel control multiplied 

    by 10. 
SCROLL -1*Y  Scrolls by the relative movement of the Y axis of a trackerball 

    panel control and inverts the direction. 
 
2.10.2.5 KEY 

Sends keyboard events into the system to the window with the current desktop focus. 
 

KEY [C|D|U] keyArg 
 

C or D or U C - click (down then up 
events) 
D - key down event 
U - key up event 

Defaults to C 



 

 

 keyArg A platform specific virtual 
key code or a quoted key 
name 

 

 
Notes: 
 
The supported virtual keycodes are defined by the operating system of each platform. These 
may be included in the script as either decimal or hexadecimal values. The values for 
Windows Virtual Keycodes and macOS Virtual Keycodes are included below.  
 
The quoted key names are defined by the Tangent software and are the same across all 
platforms where that key is available. Recognised names are listed in Warp String Names in 
the keycode tables below. 
 
If you wish to send in modified key press events (using Shift, Control, Command, Alt, Option 
or Window Key modifiers) you need to specify the modifier key down events first, then one or 
more key events for the target keys and finish with key up events for the same set of 
modifiers. 
 
Using numerical virtual key codes is marginally more efficient as there is no internal look up 
required when processing the KEY script command but at the expense of script readability 
and cross-platform support. 
 
Examples: 
 
KEY "A"   Warp a key press and release for the 'A' key on any platform 

    where available. Uses default option of C. 
KEY 0x41   Warp a key press and release for the 'A' key on Windows.  

    Uses default option of C. 
KEY D 65   Warps a key press and hold for the 'A' key on Windows. 

 
Examples with modifier keys: 
 
KEY D "Shift"  Warps a key down/up for Shift+Ctrl+A on all platforms. 
KEY D "Ctrl" 

KEY "A" 

KEY U "Ctrl" 

KEY U "Shift" 

 
KEY D 0x10   Same as above but using Windows virtual key codes. 
KEY D 0x11 

KEY 0x41 

KEY U 0x11 

KEY U 0x10 

 
KEY D 0x38   Same as above but using macOS virtual key codes. 
KEY D 0x3B 

KEY 0x00 

KEY U 0x3B 

KEY U 0x38 

  



 

 

Alphanumeric Windows macOS 

Warp String Description Hex Dec Hex Dec 

0 0x30 48 0x1D 29 "0" 

1 0x31 49 0x12 18 "1" 

2 0x32 50 0x13 19 "2" 

3 0x33 51 0x14 20 "3" 

4 0x34 52 0x15 21 "4" 

5 0x35 53 0x17 23 "5" 

6 0x36 54 0x16 22 "6" 

7 0x37 55 0x1A 26 "7" 

8 0x38 56 0x1C 28 "8" 

9 0x39 57 0x19 25 "9" 

A 0x41 65 0x00 0 "A" 

B 0x42 66 0x0B 11 "B" 

C 0x43 67 0x08 8 "C" 

D 0x44 68 0x02 2 "D" 

E 0x45 69 0x0E 14 "E" 

F 0x46 70 0x03 3 "F" 

G 0x47 71 0x05 5 "G" 

H 0x48 72 0x04 4 "H" 

I 0x49 73 0x22 34 "I" 

J 0x4A 74 0x26 38 "J" 

K 0x4B 75 0x28 40 "K" 

L 0x4C 76 0x25 37 "L" 

M 0x4D 77 0x2E 46 "M" 

N 0x4E 78 0x2D 45 "N" 

O 0x4F 79 0x1F 31 "O" 

P 0x50 80 0x23 35 "P" 

Q 0x51 81 0x0C 12 "Q" 

R 0x52 82 0x0F 15 "R" 

S 0x53 83 0x01 1 "S" 

T 0x54 84 0x11 17 "T" 

U 0x55 85 0x20 32 "U" 

V 0x56 86 0x09 9 "V" 

W 0x57 87 0x0D 13 "W" 

X 0x58 88 0x07 7 "X" 

Y 0x59 89 0x10 16 "Y" 

Z 0x5A 90 0x06 6 "Z" 

 
 
 
 



 

 

Modifier Windows macOS 

Warp String Description Hex Dec Hex Dec 

Alt 0x12 18 - - "Alt" 

Alt Left 0xA4 164 - -   

Alt Right 0xA5 165 - -   

Caps Lock 0x14 20 0x39 57   

Command - - 0x37 55 "Cmd" 

Command Right - - 0x36 54   

Ctrl 0x11 17 0x3B 59 "Ctrl" 

Ctrl Left 0xA2 162 - -   

Ctrl Right 0xA3 163 0x3E 62   

Function - - 0x3F 63 "Fn" 

Option - - 0x3A 58 "Option" 

Option Right - - 0x3D 61   

Shift 0x10 16 0x38 56 "Shift" 

Shift Left 0xA0 160 - -   

Shift Right 0xA1 161 0x3C 60   

Windows 0x5B 91 - - "Windows" 

Windows Right 0x5C 92 - -   

 
 

Other Windows macOS 

Warp String Description Hex Dec Hex Dec 

Clear 0xFE 254 - -   

Comma 0xBC 188 0x2B 43 "," 

Equal 0xBB 187 0x18 24 " =" 

Minus 0xBD 189 0x1B 27 " -" 

Pause 0x13 19 - - "Pause" 

Period 0xBE 190 0x2F 47 "." 

Sleep 0x5F 95 - -   

US standard - Backslash 0xDC 220 0x2A 42 "\" 

US standard - Bracket Close 0xDD 221 0x1E 30 "]" 

US standard - Bracket Open 0xDB 219 0x21 33 "[" 

US standard - Grave 0xC0 192 0x32 50 "`" 

US standard - Quote 0xDE 222 0x27 39 "'" 

US standard - Semicolon 0xBA 186 0x29 41 ";" 

US standard - Slash 0xBF 191 0x2C 44 "/" 

 
 
 
 
 



 

 

Navigation Windows macOS 

Warp String Description Hex Dec Hex Dec 

Arrow Down 0x28 40 0x7D 125 "Down" 

Arrow Left 0x25 37 0x7B 123 "Left" 

Arrow Right 0x27 39 0x7C 124 "Right" 

Arrow Up 0x26 38 0x7E 126 "Up" 

Backspace 0x08 8 0x33 51 "Backspace" 

Delete 0x2E 46 0x75 117 "Delete" 

End 0x23 35 0x77 119 "End" 

Esc 0x1B 27 0x35 53 "Esc" 

Execute 0x2B 43 - -   

Help 0x2F 47 0x72 114   

Home 0x24 36 0x73 115 "Home" 

Insert 0x2D 45 - - "Insert" 

Menu 0x5D 93 - -   

Page Down 0x22 34 0x79 121 "PgDown" 

Page Up 0x21 33 0x74 116 "PgUp" 

Print 0x2A 42 - -   

Print Screen 0x2C 44 - - "PrtScr" 

Return 0x0D 13 0x24 36   

Scroll Lock 0x91 145 - -   

Select 0x29 41 - -   

Spacebar 0x20 32 0x31 49 "Space" 

Tab 0x09 9 0x30 48 "Tab" 

 
 
2.10.2.6 MODE 

Changes to the specified mode in the Tangent Hub, updating the control mappings on the 
panels. 
 

MODE modeArg 
 

modeArg A mode number (1+) or 
quoted mode name 

 

 
Notes: 
 
The modes are numbered from 1 onwards in the order they are defined in the control 
mappings. It may be more useful and robust to use the defined mode names. 
 
Examples: 
 
MODE 1   Changes the mapping mode in the Tangent Hub to the first 

    defined mode. 
MODE "Colour Wheels" Changes the mapping mode to the mode with the name  

    "Colour Wheels" if defined in the Tangent Hub. 



 

 

2.10.2.7 CALL 

Allows one script to run another by name before continuing.  
 

CALL callArg 
 

callArg A quoted and defined 
warp script name 

 

 
Notes: 
 
The called script cannot have any looped sections nor use the PAUSE script command as 
these functions are not supported in the call stack.  
 
Calls can be nested, that is, one script calls another that calls another etc. 
 
The called script must be defined in the same application.  
 
Example: 
 
CALL "Primary Color Lift" Runs the named script as if it was defined at the point 

     of calling before continuing with the next line. 
 
2.10.2.8 RESTORE 

Restores the cursor location to the initial position when the current script was started. No 
options. Normally used at the end of a warp script. 
 
2.10.2.9 PAUSE 

Halts warp script processing for a specified period of time before resuming with the next 
command line. 
 

PAUSE [pauseArg] 
 

pauseArg The time period to pause 
in ms 

Defaults to 
100ms 

 
Notes: 
 
No other warp script activity is possible while a script is paused. 
 
Example: 
 
CLICK LD   Clicks and holds down the left mouse button for one second. 
PAUSE 1000 

CLICK LU 

  



 

 

2.11 Warp Script Editor Window 

The Warp Script Editor window is how you manage the warp scripts to use in your apps. 
Each app has a separate set of Warps that may be defined for it as they make extensive use 
of UI based events to drive the target software application which are specific to each 
application. 
 
The editor is displayed whenever you first map any panel control to a Warp, either by right-
clicking on the control in the main window or clicking on the mapping button in the mapping 
window and choosing the Warp entry (or combined Trackerball Warp entry on three-axis 
controls). After that the editor can be shown by clicking on the Warp Script Name button in 
the mapping window for individual controls. 
 
The window has several areas that show the searchable list of all currently defined warp 
scripts, any currently selected warp script and the Warp Engine commands that it contains, 
and action buttons for script management. The window is fully resizable. 
 

 
2.11.1 Idle Timeout Setting 

At the top of the window is the setting for how long the system waits after moving a knob or 
trackerball before the exit section of a looped script will be called. As warp scripts cannot be 
interleaved, i.e. only one can be active at any time, making the idle timeout shorter means 
better response when switching between panel controls, but at the potential cost of repeating 
the entry and exit sections of the scripts. Different applications and operating systems have 
varying characteristics that may require this setting to be fine-tuned for the best 
performance.  
 
2.11.2 Searchable Warp Script List 

On the left is a list of all warp scripts that are defined for the current app. They appear in the 
list in the same order as defined in the source.  
 
The list may be filtered to only show entries that match the text typed in the search box at 
the top of the window. The small X button next to the search text clears the filter to return to 
showing all scripts. If you have a large number of scripts this is the best way to locate the 
one you want to edit or map to a panel control. 



 

 

 
 
 
Note that the search text may be cleared automatically if you perform an action that could 
result in the currently selected script entry disappearing from the view. For example, if you 
select a filtered script and rename it to something that the search filter would now hide, the 
filter is cleared to maintain that script as the selected entry. 
 
With the introduction of the Warp Configurator utility, scripts are now identified as system or 
user defined. System scripts are indicated with a padlock icon are supplied by Tangent for 
convenience as a starting point and can't be edited or deleted, but may be copied and 
modified as user scripts. User defined scripts are fully editable. 
 
Below the script list is a set of buttons that allow you to create, delete or copy scripts. Any 
new or duplicate scripts will be given a unique default name. It is not permitted to have two 
scripts with the same name as the name is what identifies a Warp script in a control panel 
mapping. 
 
New scripts are created empty ready for you to manually edit or to record interactively. If you 
want to take a script and change it slightly to create a new one, you simply have to duplicate 
it, complete the new name and then make the script changes as required. 
 
Selecting an entry in the list will display the name and Warp Engine commands from that 
script. You may then edit the definition of the script as required. A selected warp script may 
also be applied to currently selected panel control in the mapping window when the editor 
window is closed. That is described in more detail in section 2.11.5. 
 
2.11.3 Warp Script Sections 

Selecting a warp script in the list will display the details of that script in the sections on the 
right of the editor window.  
 
At the top is the defined script name. This should describe the purpose of the script and 
must be unique for the app. You can edit the name in the text box as required. 
 



 

 

 
 
Below the name are two editing areas which show the Warp Engine commands that will be 
fired when the script is used by a panel control. The 'On Change' section is run when a knob, 
dial or trackerball is moved or a button is pressed when this warp script is mapped to that 
panel control. The 'On Reset' section is run when a reset is called for a panel control that 
supports a reset. The reset section is only relevant to knobs (press to reset) or trackerballs 
(ring/dial or ball resets). 
 
Both script section edit boxes highlight recognised commands and keywords to help with 
manual editing. If any command or keyword you think you have entered correctly is not 
colour keyed then check with the list of supported warp script definitions as listed in section 
2.10.2. 
 
Warp scripts can be edited both by manually entering the required commands and by 
recording an interactive session with the UI of the target software. The recording functionality 
is the best way to initially create a script as it allows you to perform the actions that you want 
over the top of the target software's UI, gathering the correct co-ordinates for the commands. 
Not all commands can be captured this way, so manual editing may still be required to 
complete scripts as required. 
 
2.11.4 Recording Warp Scripts 

Clicking on one of the record buttons in the editor window will begin an interactive session 
that will capture supported events from the mouse and keyboard and generate Warp Engine 
commands that will replicate the actions. When the session is finished the resulting 
commands will be placed in the appropriate edit box. 
 
As this approach requires you to be able to see the UI of the target application you need to 
have that application open to begin with. You would then switch to the mapper and open the 
Warp Script Editor window and select the script to record into. 
 
When you click on one of the record buttons the mapper windows will be pushed to the edge 
of the screen to avoid covering the target application's UI. When the session is ended, either 
by cancelling or finishing, the mapper windows are restored to their original locations. 
When a recording session is running, the active area of the screen will be marked with a red 
border to show where mouse clicks etc. can be recorded. In the current version of the 



 

 

software this can only be the primary screen, script recording is not yet possible across 
secondary screens of a multi-monitor setup. 
 
A small control panel is displayed during recording which contains the buttons used to 
cancel, restart or finish the session. This panel can be dragged around the screen by clicking 
inside it to make sure it doesn't interfere with the UI you are trying to record over. Clicks and 
drags in the panel are not recorded and do not affect the warp script you are creating. 
 
As the recording is implemented with a transparent window over the entire screen area as 
defined by the red border, it is important that the mapper keeps desktop focus during 
recording. If you switch focus away to another application the loss of focus will result in 
recording being paused. To continue recording you must return focus to the mapper when 
recording will resume. 
 

               
 
Cancelling will return to the Warp Script Editor window with no changes, discarding any 
recorded events. If you accidentally click or drag in the wrong location during a recording you 
can click on the restart button to begin the session again. When you are happy with the 
sequence of actions you have performed clicking on finish will package the recorded events 
and store them in the appropriate script edit box section back in the editor window. 
 
During recording any keyboard or mouse event will result in the corresponding Warp Engine 
events being logged. As a confirmation of the activity, the last three commands that have 
been generated are shown in the recording control panel in a small scrolling list. 
 

 
 
This gives you visual confirmation that the recording session is active and working. 
 
During a recording it is possible to capture keyboard events and mouse click, drag and scroll 
events. These will generate the Warp Engine commands and keywords needed to replicate 
this behaviour when the script is used by a panel control mapping. Some Warp Engine 
commands simply cannot be captured in this way, such as pauses and mapping mode 
changes. We recommend that you initially create a script using the record functionality to 
capture the click and drag co-ordinates for your target application's UI, and then manually 
tweak the generated script to fine-tune the resulting warp script. 
 
Recording either of the On Change or On Reset sections will replace any script that is 
already entered for that section. 



 

 

2.11.4.1 Dragging During Recording 

Warp Engine script definitions may contain an entry set up section followed by a looped 
section that is repeated when a knob is continuously turned or a trackerball moved that is 
then completed with an exit section to tidy up (refer to 2.10.1 for details). This type of script 
can be generated automatically by dragging the mouse when recording. 
 
As a script can only contain one looped section, once you have performed a drag (or scroll) 
action as described below, no further dragging is possible unless you restart the recording 
session. 
 
As an example - say we want to create a warp script to control a colour wheel in an 
application using a trackerball on a panel. First the UI has to be set up to ensure the colour 
wheel UI widget is displayed and then you show the mapper how you want to drag the 
wheel's pip to modify the colour setting. There may also be an associated reset button for 
the colour wheel. 
 
You would start by having the application ready for use with the colour wheel widget visible. 
In the main window of the mapper you would right click on a trackerball control and choose 
the Combined->Trackerball Warp menu option for the mapping.  
 
Note - the Trackerball Warp mapping option is a convenient way to map both the X and Y 
axes of a trackerball using the same script for both. It automatically adds a normal Warp 
mapping on the individual X and Y axes, using the same warp script mapping for both. You 
can achieve the same result by simply mapping the X and Y controls one at a time, using the 
same warp script name in the two mappings. For more details on how to work with 
trackerball controls and their individual axes, refer to 2.8. 
 
When you first apply a Trackerball Warp or Warp mapping the Warp Script Editor window 
will pop up for you to select an existing script or to create a new one. Here we will click on 
the New button and name the newly created empty script entry. 
 
Clicking on the On Change section recording button will clear the mapper windows out of the 
way and show the recording panel with the target application running behind it. 
 
Let's assume you have to click somewhere to display the colour wheel on the UI. When the 
recording is active, click on this point over the required UI button. Note - as we are capturing 
the events during recording, the UI will not respond to the click. 
 
That is the set up section done, so now we want to define the location of the colour wheel 
and how we want to interact with it. 
 
With the same recording session still active, we click and hold the mouse button down over 
the colour wheel area we want to control. Generally you would want to click on the centre of 
the control. Then with the mouse button held down, you need to drag in the directions of 
positive movement. That is, we are using the drag action to identify which axes of movement 
we are wanting to capture and which directions to use for the positive axis for both.  
 



 

 

 
 
The dotted line from the start of the drag to the current cursor position is showing that a drag 
is active. When you have moved the cursor far enough to register as a drag you will see 
green lines along each axis that is considered active with the green arrows pointing in the 
positive direction for each.  
 
When you are happy with the direction of the green arrows you can release the drag and 
click on the finish button in the recording control panel to generate the script. If you make a 
mistake or click in the wrong place you can restart the recording, remembering that you have 
to include the set up click too. 
 
To complete the script with a reset, we now click on the record button for the On Reset 
section and record the mouse click over the UI button that resets the colour wheel. Again, as 
we are capturing the events during recording, the UI will not respond to the click. 
 
When done with the reset, click on the finish button in the recording control panel to return 
the Warp Script Editor window to view the generated Warp Engine commands. 
 

 
 



 

 

Considering the above results, we can see that in the On Change section we have an initial 
mouse MOVE and CLICK that would be our set up action to display the colour wheel UI 
widget. These are followed by another MOVE and CLICK pairing that start the drag by 
leaving the left mouse button down. 
 
The above Warp Engine commands are executed the first time the script is run, on the 
second and all subsequent calls the :LOOP section takes over and calls for a MOVE 
command that is relative to the current location. This adjusts the cursor position by the 
amount of movement reported by the hardware panel control. The X and Y placeholders are 
replaced at runtime by the deltas reported from the hardware encoders. We can also see 
that the direction of the y axis movement has been inverted to allow for the fact that screen 
co-ordinates on this platform are increasing as you go down the screen but we wish the 
panel control to move the colour wheel's pip position up when we push the trackerball away 
from us. The loop will be repeated as a continuing drag until you stop moving the panel 
control, at which time the :EXIT section is called which performs the final CLICK action that 
releases the left mouse button, thus ending the drag. 
 
Only a standard :LOOP section can be recorded which is used for both directions of moving 
a knob. If you need to have different scripts for the two directions then edit the script to 
replace the single :LOOP with both of the :LOOP+ and :LOOP- sections to define the script 
commands to be fired for positive and negative movements of a knob or trackerball control. 
 
So the combination of all of the above is to click on the UI to show the colour wheel, and 
then drag the wheel according to the movement of the control panel control, tidying up with 
the mouse release event when we are done. 
 
The On Reset section is simpler in that we only have to perform a single left button click on 
the UI reset button to reset the associated colour wheel. 
 
Once we are happy with the script contents we complete the mapping by clicking on the 
Save & Select button. This saves the script itself and also sets the script as the selected 
Warp Script Name of the trackerball mapping that we started off with. As we started by 
choosing a Trackerball Warp that works with both the X and Y axes of the trackerball, you 
will see the new script name is now set on both these individual Warp mappings. We can 
now control the UI colour wheel from the panel trackerball. 
 
Although the recorded and generated script is mostly complete, you may wish to add a 
RESTORE command to the end of the On Change script section to put the cursor back to 
where it was before you touched the panel control. This is a personal preference and so has 
not been included in the generated script output. You are always free to edit the scripts 
manually as required. It is possible that some PAUSE commands might be needed for some 
command sequences if the UI needs some time to respond and so on. 
 
Similar drags can be used to record scripts for UI slider controls. You would start a recording 
to capture a drag on the UI where required, but in this case you would drag in only one 
direction to identify the direction in which the slider increased the value. 
 

           



 

 

The generated Warp Engine commands allow for platform screen co-ordinates and slider 
orientation.  
 
For a vertical slider you would drag in a single direction upwards and the MOVE command 
would show a relative movement in the y axis. In this specific instance, you may be confused 
by the resulting script commands. 
 

 
 

You may think the MOVE command arguments have been mixed up as the X value 
placeholder is in the y axis argument slot for the command. This is actually correct as for a 
vertical slider we wish to move the cursor vertically in the y direction by the hardware panel 
encoder delta value. For mappings on knobs and any other encoders other than trackerballs, 
the delta value is reported in the X placeholder slot as there is only one value coming from 
the panel. The X name of the placeholder is misleading in this situation and only refers to the 
single value being reported from the one dimensional panel control. 
 
2.11.4.2 Scrolling During Recording 

In a similar way to dragging the mouse, you can also capture mouse scrolls when recording 
to generate loop script sections. 
 
For scroll events, there is no initial mouse click to specify the location. To record scroll 
events move the mouse to the UI control that you wish to control and move the mouse scroll 
wheel the in required direction. This gives the mapper enough information to generate the 
correct Warp Engine commands. Clicking on the finish button will complete the script. 
 
As with mouse drags in a recording, you can only perform one scroll (or drag) action per 
recording session as a script can only contain one looped section. 
 
2.11.5 Closing the Warp Editor Window 

There are three buttons at the bottom of the Warp Script Editor to close the window, each 
with a different way of treating any changes made while the window was open.  
 
Cancel is quite self-explanatory, clicking on it discards any and all changes made. No data is 
changed in terms of warp scripts or mappings. 
 
The Save Edits button saves the current warp scripts with all changes to the persistent data 
file. If you have opened the editor window with the purpose of creating several new warp 
scripts at the same time, clicking on this button will save all your work but will not change 
any panel mappings. 
 
The Save & Select button performs the same save action as the Save Edits button, but also 
takes the currently selected warp script and applies it to the control mapping that was active 



 

 

when you first opened the editor window. You don't have to have made any warp script 
changes. You may just open the editor window, scroll to an already existing warp script 
name in the list, select that entry and then click this button to apply as a mapping. 
 

2.12 Warp Configurator Utility 

The Warp Configurator utility allows you to optionally install Warp Scripts provided by 
Tangent for supported software applications. These are selected to match the specific set-up 
of your system, taking into account the screen resolution, number of monitors and how the 
windows are arranged.  
 
The utility can be run at any time via an entry in the Warp Engine menu in the Mapper.  
 
Follow the prompts to choose the way your system is set out to see if a configuration is 
available. You can move back and forwards though the questions to make sure you have the 
right settings. Some settings are supplied with default values where they are available. 
 

 
If a configuration match is found you are asked if you want to install these files for the 
chosen application, making the Warp Scripts and default control maps available for use the 
next time you run the targeted application.  
 

 
Clicking on the Finish button will copy the required files to your system which will install a set 
of Warp Scripts and a default control map that you can use straight away. The control map 
can then be used as-is, or edited and extended by your own Warps and mappings. 
 



 

 

 
If your set-up is not yet supported, you may choose to send the details of your configuration 
to Tangent so we can add it to the list in future releases.  
 

 
The Warp Configurator provides an easy way to open your email client with a prefilled 
message to send to Tangent Support, or if email is not available on your machine you can 
save a text file to the Desktop that contains the same information to pass on to us. An 
example of the required information is shown below: 
 
Warp Engine Configuration Request. 

 

Please send this information to Tangent to ask for it to be added to our supported 

system list. 

 

Generated By: 

 

Tangent Warp Configurator v0.3 

 

Option Key: 

 

DaVinciResolve.macOS.2560x1445.TaskbarHidden.PageIconsAndLabels.DualScreenOff 

 
 
 
 
  



 

 

3 Arc Panels 

The Arc panels are now fully supported and can be mapped in the same way as all other 
panels.  
 
The Arc Navigation panel has extended the idea of button banks to better support the large 
number of controls is has. The buttons are divided into three separate bank areas at the top, 
left and right of the panels. The top bank consists of the two rows of 18 buttons across the 
top of the panel, the other banks are the two sets of 12 buttons on either side. The 
next/previous and goto button bank actions will display an extra option when used on the Arc 
Navigation panel. This allows you to choose if the action is to affect just a single selected 
button bank or all button banks on the panel. See section 2.7.7 for an example. 
 
Arc panels may be delivered in trial mode which restricts their use to licensed systems only. 
A panel licence file can be obtained from Tangent and must be installed using the Mapper 
for the panels to operate. See section 2.2.10 for details on how to install a new licence.  
 
During the trial period you may see text messages on the Arc panels warning you that your 
licence period will expire within a few days. This is to allow you time to arrange a new 
licence from Tangent to avoid disrupting your workflow whilst evaluating the panels in trial 
mode. This temporary warning message will be shown for a short time, after which it can be 
dismissed by touching any control. The warning will only be shown once a day in the final 
week of any licence period. 
 
If a panel licence file has been installed but has expired, the affected panels will display a 
text message informing you of the expiration and the panels will not operate. 
 

4 Wave2 Panels 

The Wave2 panels are now fully supported and can be mapped in the same way as the 
standard Wave Panel. The number of controls and displays is identical between the two 
versions and all existing control maps for the Wave can be used without any changes on the 
Wave2. All software applications that support the Wave will work with the Wave2 out-of-the-
box. 
 
Note that the Mapper doesn’t differentiate between the two versions of the Wave panels, but 
will update the Main window mapping area with panel specific graphics when the version of 
the panel is detected. This is a purely cosmetic difference and does not affect how the 
panels operate.  
  



 

 

5 Adobe Premiere Pro Extended Plugin 

With the current version of the Tangent Hub, there is a new plugin available for Adobe 
Premiere Pro that includes Audio, Effects and many more additional controls. If you are 
using the older plugin you will be presented with a pop-up message telling you that the new 
version is now available. 
 

 
Any custom control maps you may have created with the legacy plugin are fully compatible 
with the new plugin and will be migrated across for immediate use when the new plugin is 
selected. To enable the new plugin, follow the instructions in the pop-up regarding the 
preference settings to apply in the Premiere Pro application. You will only need to make the 
changes once and from then on the new plugin will be used when projects are loaded. 
  



 

 

6 Troubleshooting With Synapse 

The Synapse application can be used to test a Tangent Hub installation. It displays the state 
of software and hardware components and allows the panel configuration to be changed in 
the same way as with the Mapper. 
 
The application is supported on all platforms and is included in the Tangent Hub installer 
packages: 
 

• On Windows platforms a shortcut to the application can be found under the Start menu 

entry for Tangent software. 

• On Apple Macs running macOS the application is located in the Tangent folder inside the 

standard Applications folder on the system disk. 

• On supported Linux machines the Synapse application can be found in the 

'/opt/Tangent/bin' directory.  

It isn’t possible to have the Mapper and Synapse applications running at the same time as 
they share certain system resources. If you want to use Synapse to test your system, please 
make sure you have quit the Mapper. 
 
On starting Synapse, the main window opens showing the current state of the Tangent Hub 
service: 
 

 
 

The window has four main areas: 
 

• The status box at the top of the window displays up-to-date information about the Hub 

service running on the host platform. 

• The panel activity table shows a list of the currently configured Tangent panels that may 

be connected to the host machine and displays real-time activity of the hardware controls 

across all connected panels. 

• The button area allows the user to change the current panel configuration and also 

allows the Synapse connections to be restarted to re-test the system. 

• The bottom of the window contains a status text area that is used to give feedback to the 

user. 



 

 

6.1 Hub Status 

The three coloured indicators in the status area report the state and version of any installed 
Tangent Hub software packages. When the system is operating correctly the indicators will 
display green icons. If Synapse is able to connect to the Hub but with errors then the 
associated icon will be amber. A red icon shows that some part of the hub system is not 
available or has failed. 
 
When running, Synapse scans the processes running on the host machine and tries to find 
the Tangent Hub background task. If the Hub is running then the process ID is displayed and 
the indicator will be green. If the indicator stays at red then the service is not running and will 
not be able to connect to any Tangent panels. 
 
The second indicator reports the status of the Tangent Hub software and will display the 
reported software version that is currently installed on the host. 
 
The third indicator displays the revision of the IPC protocol which is being used to 
communicate with the Hub. 
 
On a working system you should see three green lights with valid information for the process 
ID, Tangent Hub version and IPC protocol revision. If any one of these entries is amber or 
red then there is a low-level problem with the host platform installation that will need to be 
fixed before the Hub service can be used. 
 

6.2 Panel Activity Table 

If there are three green lights then you can check the connectivity of configured panel 
hardware using the panel activity table. Each row of the table represents a panel that may be 
connected to the host machine and displays the last control activity that was received from 
each panel. 
 
When a panel is detected by the Hub the red stop icon will be replaced by an icon that 
indicates the connection type of each panel, e.g. all Element panels connect via USB and 
will display a USB icon in the table when connected. When the test application is running 
any connected panels should also show the text 'Synapse' on all their displays. 
 
 

 
 



 

 

Recent control activity for connected panels is shown in the panel table. When a knob or 
trackerball is moved, or a button is pressed or released, the activity is logged in the table in 
the row for the panel. The row will be highlighted and scrolled into view to show that some 
activity has been detected. The same activity text will be mirrored to the panel hardware 
displays where available. This is the preferred way to test the end-to-end operation of a 
Tangent Hub installation. 
 
The panel table is also updated by panel connection and disconnection events and will 
always show connected panels with the appropriate connection icon. Note that the 
connection status takes into account virtual connections that are required to support the 
element-Vs app (see section 1.1) and panel emulation options (see section 2.9). If either of 
these are being used, the table may show connected and active panels without the panel 
hardware being physically present. 
 

6.3 Reset 

The 'Reset' button at the bottom of the window is a convenient way to manually restart the 
testing procedures that Synapse applies to the system. 
 

6.4 Panel Configuration  

Synapse allows you to configure which panels the Tangent Hub is expecting to find. (This 
function is also available in the Mapper application). By default, most systems will have the 
standard panels shown below configured for use. If you will be using other panels e.g. more 
than one element-Bt panel or a CP200 panel then click the ‘Configure’ button to make 
changes. 
  
It is only possible to change the panel configuration when the panels are idle and no 
applications are connected to the Tangent Hub.  
 

 
 
 
If Synapse detects other applications are also connected to the Hub then it will report this 
fact in the status text area at the bottom of the window and will disable (grey out) the 
'Configure' button. In order to make the Configure function available you must quit all 
applications that connect to the Tangent Hub. 
 



 

 

Clicking the 'Configure' button opens up a window which allows you to select the number 
and type of panels that may be connected to the host platform. Multiple panels of the same 
type may be added and mixed with any other panel types. The only exception to this is that 
only one Wave panel may be configured at any time.  
 
The panel configuration is much the same as that used by the Mapper application as 
described in detail in section 2.2.9, with the exception that WiFi pairing is not supported in 
Synapse. 
 
When valid panel configuration details have been completed you can choose to either cancel 
the changes or to apply them to the system. This will return to the main window which will 
update to show any changes that have been made and will briefly display a confirmation 
message in the status text area at the bottom of the window. 
 
The current version of the Tangent Hub does not allow an empty panel configuration. If you 
delete all panel entries then the system will generate a default panel set automatically if the 
empty configuration is applied. 
 
Not all panel types are compatible with all applications as the suppliers of the software 
application may have a preferred and recommended panel set-up. 
  



 

 

7 Uninstalling the Tangent Software 

If you wish to remove the Tangent software from your system simply follow the instructions 
in the section appropriate for your platform. Uninstalling the software does not remove any 
user data. (A reset function is available in the Mapper to delete user-entered data – see 
section 2.5.3 for more details.) 
 

7.1 macOS 

Hub Version 1.0.0 
Navigate to the /opt/Tangent/bin folder 

 
Hub Version 1.0.1 onwards 

Navigate to the /Library/Application Support/Tangent/Hub folder 
 
Hub Version 1.0.4 onwards 

Navigate to the /Applications/Tangent folder 
 

 
 

Double-click the TangentHub-Uninstaller (administrator account required).  
 

7.2 Microsoft Windows 

For Windows XP and Windows 7, open the Start Menu and navigate to the folder in which 
you installed the Hub. 
 

 
 
Choose Uninstall Tangent Hub and follow the instructions. 
 



 

 

For Windows 8, open the Control Panel from the Settings menu and choose the ‘Programs: 
Uninstall a program’ option.  
 

 
 

Select the Tangent Hub entry, then click on Uninstall and follow the instructions. 
 
For Windows 10 open the settings window and choose the ‘Apps’ section heading. 

 

 
 

Select the Tangent Hub entry, then click on Uninstall and follow the instructions. 
 
7.2.1 32- and 64-bit Builds for Windows 

From Tangent Hub v1.7.9 onwards, the package is fully 64-bit replacing the 32-bit builds 
used up to that point. If you ever want to revert to a version before v1.7.9 of the software you 
must manually uninstall the existing 64-bit version before running the installer for the 32-bit 
software. The two build flavours are installed in different areas and you could mistakenly 
have a double installation if you do not uninstall the newer package first. If you are updating 
the software to a later version it is always safe to directly install over the top as the newer 
installers are aware of the change and will automatically allow for the 32-bit to 64-bit change 
where appropriate. 
  



 

 

7.3 Linux 

Open a Terminal window and run the following (sudo account password required): 
 

sudo rpm -e TangentHub 

 
You should see confirmation of the removal (the exact format of the text may vary between 
Linux distributions): 
 

stopping tangenthub 

stopping tangenthub service: [  OK  ] 

tangenthub           0:off 1:off 2:off 3:off 4:off 5:off 6:off 

 
Note: On some older systems an attempt to remove a package can produce a segmentation 
error during the install cycle. This is indicated by the removal command aborting with a killed 
process. This does not indicate a fault with the package, the problem is caused by a bug in 
the OS runtime libraries. This can be avoided by running the installation command with the  
--ignoresize  option. When the removal is successful you will see the confirmation as 

detailed above. 
  



 

 

8 Document History 

Revision 1: 
 Initial draft. 
 
Revision 2: 
 Document updated for latest alpha release 0.2.5. 
 
Revision 3: 

Renamed document. Updated for latest beta release 0.8.0. Added Synapse section. 
Added uninstall section. 

 
Revision 4: 
 Updated for new beta release 0.8.2 with application switching and check for updates. 
 
Revision 5: 

Updated for new beta release 0.8.3 with automatic application switching. 
 
Revision 6: 

Updated with sections for new keypress applications and fake keypress action 
settings as available in beta release 0.8.8. 

 
Revision 7: 

Added details on how Unmanaged applications are displayed in beta release 0.8.9. 
 
Revision 8: 

Release 0.9.2 with target software selection and editing. Support for pairing element-
Vs tablet apps. 

 
Revision 9: 

Updated for version 1.0.0 with details of Android element-Vs app availability. 
 
Revision 10: 

Updated with new fake keypress parameter settings and improved Control Mapping 
Window behavior in version 1.0.1 release. 

 
Revision 11: 

Updated for version 2.0.0 with improved UI and menus. New support for system reset 
and diagnostic information. 

 
Revision 12: 

Updated for version 2.0.2 with improved support for all-bank and all-mode mappings 
changes. 

 
Revision 13: 

Added details for the new Ripple panel, including an option for Ripples to emulate 
element-Tk panels in version 2.0.3. 

 
Revision 14: 

Updated for the public release of software that supports Ripple panels including 
element-Tk emulation in version 2.0.4. 

 
Revision 15: 

Updated for the new Head-Up-Display settings available in the panel configuration 
window in version 2.1.0. Mapper now indicates current application mode. 



 

 

Revision 16: 
Updated for changes to HUD and panel displays, and for interaction improvements in 
the Mapper for version 2.1.2. 

 
Revision 17: 
 Minor updates for new release. 
 
Revision 18: 
 Updated for new mapping options and settings available in Mapper version 2.1.3. 
 
Revision 19: 
 Minor updates for new release. 
 
Revision 20: 

Updated for new Arc panel support and general improvements in new release. 
Renamed the 'Fake Keypress' action and parameter to more user-friendly 'Keyboard 
Shortcut'. Added details of new custom controls mappings. Added display brightness 
settings. 

 
Revision 21: 

Updated for release and new mouse emulations options available in Mapper version 
2.3.0. 
 

Revision 22: 
Updated for release and new options available in Mapper version 2.3.7. User 
preferences added, updated UI sections. 
 

Revision 23: 
Updated for release and new options available with Mapper version 2.4.2. OSC 
command support. New Adobe Premiere Pro plugin. 
 

Revision 24: 
Updated for release and new options available with Mapper version 2.4.8. HUD 
settings reset option. Mapper can now follow current bank and alternate mapping 
state as well as the current mode. Panel control training for enabled apps. Adobe 
Premiere Pro plugin improvements. New developer mapping cross-generation 
between panel ranges. Wave/Wave2 control layout improvements. Improved 
mapping support for OSC and custom controls. Improved keyboard shortcut handling 
on Windows. Windows dark mode support. Windows updated to 64-bit binaries. 
Various bug fixes. 
 

Revision 25: 
Updated for release and new options available with Mapper version 2.5.3. 
Introducing the Warp Engine to allow control of any application via scripted mouse 
and key warps. Shadow app concept introduced to allow unmanaged apps (e.g. 
Resolve) to have customisable Warp Engine control maps. Warp Engine scripts are 
blocked if the active app controlling the panels does not have desktop focus to 
prevent unwanted interaction with other windows. This functionality requires Auto-
Select to be enabled. Keypress mappings are now blocked if the active app 
controlling the panels does not have desktop focus to prevent unwanted interaction 
with other windows (consistent in behaviour with Warps). Unsaved control map 
changes are now automatically saved if an app disconnects from the Hub. The map 
is named with a 'Recovered' tag and will be reloaded when the app connects again. 
 
 



 

 

Revision 26: 
Updated for release and new options available with Mapper version 2.5.5. The 
Mapper has a new Warp Script Editor window to allow recording, editing and 
management of Warp Engine scripts. Warp Engine double click bug fix with new 
CLICK command option. Improved support for trackerball controls and Warp Engine 
scripts so X and Y can be more easily combined. In the Adobe control surface plugin, 
the workspace names have been replaced by numbers to avoid issues with 
versioning and translations. macOS software is now Universal for Intel/Apple Silicon. 
Updated the Qt version across Windows and macOS. 

 
Revision 27: 

Updated references to Warp Engine toggle key combinations. 
 
Revision 28: 

Updated for release and new options available with Mapper version 2.5.7 
 

Revision 29: 
Updated for release and new options available with Mapper version 2.6.4 and 
TangentHub version 1.9.8. The new Warp Engine Configurator utility is available for 
macOS and Windows which can install default Warp Scripts for a selected number of 
applications configured specifically for your system screen resolution and layout. 
Warp Scripts installed by the Warp Engine Configurator utility are identified as 
system defined with a lock icon in the Warp Script Editor window. These scripts can't 
be edited or deleted, but may be copied and modified as user scripts. User defined 
scripts are fully editable. Extended the control map export and import functionality to 
include Warp Engine script files. Only user defined Warp Script data is 
exported/imported. If you use system defined Warp Scripts you must install these 
separately using the Warp Engine Configurator utility (where available). Warp Scripts 
can now use :LOOP+ and :LOOP- to define separate repeating script sections for 
positive and negative knob movement. The existing :LOOP is still available where the 
same script is used for both movement directions. New Warp Engine CALL command 
that allows one script to call another by name. Called scripts can be nested (one 
script calling another that calls another etc.) but they cannot contain any :LOOP 
sections or PAUSE commands. The Warp Script Editor window now supports the idle 
timeout value setting. This determines how long after turning a knob the system waits 
before exiting a looped Warp Script to allow fine tuning for the best user experience. 
Improved how the Versions utility checks for updates across the beta and public 
release channels. Raw control limit extended to support 30 controls. Raw controls 
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